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Over 50 years of Making Tough Jobs Easy 


Every day mechanics around the world face service and 
repair jobs that would take considerably more time and effort 
to perform without specialty tools. 


K-D Tools began fulfilling this need over 50 years ago when 
the founders, Messrs. Kulp and Dellinger created a parallel 
valve spring lifter. Today, K-D has expanded its line to over 
900 items .. . all designed to make tough jobs easy. 


To continue to provide tools that will save time and effort 
requires an active Research Engineering Department, con- 
tinually coming up with new and improved tool ideas. 


Ideas are developed into prototypes . 


... and prototypes tested in K-D’s own fully equipped serv- 
ice bay. Here, K-D Tools get a real workout; and only the 
ones that ‘‘do the job’”’ are approved for production. 


Testing over, tool production — stampin§, machining, or 
forging — is begun in one of K-D’s two modern, fully- 
integrated plants. Raw materials come in at one end of the 
plant, finished tools emerge at the other .. . on their way 
to making someone's tough jobs easy. 





‘Copyright 1973, K-D Manufacturing Company, Lancaster, Pa. 
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2560 
2561 
2566 
2568 
2575 
2576 
2577 
2578 
2579 
2980 
2581 

2989 
2590 
2591 

4000 
4001 

4002 
4003 
4004 
4005 
4006 
4007 
4008 
4009 
4010 
4011 

4012 
4013 
4014 
4015 
4016 
4017 
4018 
4019 
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4020 
4021 
4022 
4023 
4024 
4025 
4026 
4027 
4028 
4029 
4030 
4031 
4032 
4033 
4034 
4035 
4036 
4037 
4039 
4040 
4041 
4042 
4043 
4044 
4045 
4046 
4047 
4048 
4049 
4050 
4051 
4052 
4053 
4054 
4055 
4056 
4057 
4059 
4060 
4061 
4062 
4063 
4064 
4065 
4066 
4067 
4078 
4079 
4080 
4081 
4082 
4083 
4084 
4085 
4086 
4087 
4088 
4090 
30000 
30010 
30020 
30030 
30040 
30050 
30060 
30070 
30080 
30090 
30100 
30110 
30120 
30140 
30150 
30170 
30180 
30400 
30405 
30410 
30415 
30420 
30425 
30430 
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30435 
30440 
52 30445 
52 30450 . 
52 30455 
52 30460 
52 30465 
52 30470 
52 30471 
52 30475 
53 30476 
53 30480 
53 30481 
93 30485 
93 30486 
93 30490 
53 30491 
53 30495 
93 30496 
93 30500 
93 30501 
53 30505 
93 30506 
93 30510 
93 30511 
53 30515 
53 30516 
93 30520 
93 30521 
93 30525 
93 30526 
53 30530 
93 30531 
93 30535 
53 30536 
93 30540 
93 30541 
48 30545 
48 30546 
48 30550 
48 30551 
48 30555 
48 30556 
48 30560 
48 30561 
48 30565 
52 30566 
52 30570 
51 30571 
47 30575 
47 30576 
47 30580 
47 30581 
47 30585 
47 30586 
47 30590 
47 30591 
48 30595 
59 30596 
59 30630 
59 30635 
59 30640 
59 30645 
59 30660 
59 30665 
59 30670 
59 30675 
59 30680 
59 30685 
59 30690 
59 30695 
59 30700 
59 30705 
59 30710 
59 30715 
60 30720 
60 30725 
60 30730 
60 30735 
60 30740 
60 30745 
60 _ 30760 
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30825 

60 30830 
60 30835 
60 30840 
60 30845 
60 30870 
60 30875 
60. 30900 
60 30905 
60 30910 
60 30915 
60 30920 
60 30925 
60 30930 
60 30935 
60 30940 
60 30945 
- 60 30950 
60 30955 
60 30960 
60 30965 
60 30970 
60 30975 
60 30980 
60 30985 
60 30990 
60 30995 
60 31000 
60 31005 
60 31010 
60 31015 
60 31020 
60 31025 
60 31030 
60 31035 
60 31040 
60 31045 
60 31050 
60 31055 
60 31060 
60 31065 
60 31070 
60 31075 
60 31080 
60 31085 
60 31090 
60 31095 
60 31100 
60 31105 
60 31110 
60 31115 
60 31120 
60 31125 
60 31160 
60 31165 
60 31180 
60 31185 
60 31200 
60 31205 
60 31220 
60 31225 
60 31230 
60 31235 
60 31240 
60 31245 
60 31250 
60 31260 
60 31280 
60 31290 
60 31300 
60 31310 
60 31320 
60 31330 
60 31340 
60 31350 
60 31370 
60 31390 
60 31420 
60 31430 
60 31439 
62 31450 





Page 
































he mn 





BS x 
Pegs 


K-D 380 Valve Spring Compressor 


Ideal for general shop use. Services most modern V-8 
valve-in-head engines, older L-heads, plus many trucks, 
buses, and tractors. 


Throat depth 9-3/4’’. Jaw opening 2-3/4” to 7-3/4”. 
Adjustable jaws and adjustable plunger bar. Plunger bar 
seats on both flat and cup shaped valve heads. Includes 
K-D 32 offset and K-D 35 straight jaws. 








VALVE TOOLS 
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K-D 382 Valve Spring Compressor 


For L-head and valve-in-head engines, old or new. Wide 
range of adjustments. Services valves of all lengths. 


Throat depth 9-1/2”. Jaw opening 2-1/8” to 11”. On 
many engines will span manifold, remove and replace 
valves without changing working position. Includes K-D 
32 offset, K-D 35 straight jaws. 





K-D 383 Valve Spring Compressor 


Designed to service many V-8 valve-in-head engines. 
Location of operating handle makes tool fast, easy to use. 


Will also service many smaller L-head engines if 
manifolds are removed. 


Throat depth 7-1/2’. Jaw opening 2-1/4’ to 7-1/16”. 
K-D 32 offset jaws included. 


K-D 385 Valve Spring Compressor 


For very small valve-in-heads or L-heads with light weight 
valve springs, such as Buick, Chevrolet, Wisconsin 
Motors (VE4, VF4, AB, Ak single cylinder) plus many 
industrial engines. Suitable for L-heads if manifolds are 


removed. 
Throat depth 6-1/4’’. Jaw openings 3’ to 5-3/8”. 








VALVE TOOLS 


K-D 379 Small Engine Valve Spring 


Compressor Set 


ldeal for Briggs & Stratton, Clinton and Kohler engines. 
Consists of K-D 376 inserter and K-D 378 compressor, 
also available separately. Compressor has operating 
handle at rear for more convenient operation. 






VIP 300 Location 6R 
K-D 379 Set 


K-D 2064 Small Engine Valve Spring 
Compressor 


For Briggs & Stratton and Tecumseh engines. Removes 
and installs valve springs on most engines using self 
locking valve spring retainers. Such springs are 
practically impossible to remove without this special tool. 


Hook end aligns valve spring retainer. 
Notched end compresses valve spring. 


Rinne anmnnane nnn a 


K-D 2064 

















Jaws For Valve Spring Compressors 


For K-D 380, 382 and 383 compressors. Heat 
treated. Have adjustable spacing. 


—_ > 


) ®§ > 
—=Y~ K-D 32 Offset Jaws. 


eo of 
59 
K-D 35 Straight Jaws. 


a 
& oh? 
= PK-D 36 Special High Offset Jaws. 


i oe For hard to reach valves 
where other jaws strike. 


K-D 38 Extra High Offset Jaws. —N 
For use on motors with eS 
: low manifolds. f 


K-D 700 


For deep set L-heads, over or under fenders. Ideal for 
many small, foreign L-heads. 


Patented design of screw-type lifter, provides clear view 
of valve. Automatic locking at any height. Adjustable 
jaws. 


Valve Spring Lifter 


K-D 700 


VIP 300 Location 2CA 





K-D 2078 Universal Type Overhead Valve 


Spring Compressor 


Removes valve springs on most cars with overhead 
valves, including Chrysler. Offset jaws designed to grip 
valve spring in parallel compression. 


Removes springs without removing cylinder head. 
Tool does not change its length as spring is compressed. 


Patent applied for. 





K-D 2078 


VIP 300 Location 2CB 
POP 200 Location FL 



































SPECIAL VALVE SPRING 
COMPRESSING TOOLS 


For removing and replacing weak or broken valve springs. 


K-D 907 Renautt 4-Cylinder Overhead Valve 


Spring Compressor 


With push rod removed, loop end of tool inserts under 
rocker arm and pressure on handle compresses spring. 


Use with K-D 901 14mm or 18mm air hold fittings. 





K-D 908 Jeep 6-Cylinder Valve Spring 


Compressor 
Slot in handle of tool is designed for attaching adjustable 
wrench for additional leverage. 
Use with K-D 901 14mm or 18mm air hold fittings. 





K-D 2400 Valve Spring Compressor 


A totally new adjustable valve spring compressor 
makes it possible to service Datsun, Pinto, Capri and 
all GM, Ford and Chrysler engines with one tool. Ad- 
justable hooks engage under rocker arm or rocker arm 
studs using the mounting bracket supplied. Jaws ad- 
just in and out to fit over valve spring retaining washer. 






K-D 2400 VIP 300 Location 4L 


POP 200 Location FL 


K-D 910 Chevrolet 6-Cylinder Valve Spring 


Compressor 


With the rocker arm moved aside, tool hooks under 
bearing rod and downward pressure compresses spring. 


Use with K-D 901 14mm or 18mm air hold fittings. 


VALVE TOOLS 


K-D 912 Chevrolet or Pontiac, 8-Cylinder Valve 
Spring Compressor 


A heavy duty tool for fast, easy valve spring compressing. 
Heavy gauge channel steel construction. 12-1/2’’ long. 


Use with K-D 901 14mm or 18mm air hold fittings. 







VIP 300 Location 2L 
POP 200 Location FL 


K-D 912 


K-D 914 Chevrolet Low-Cab-Forward Truck 


Valve Spring Compressor 


Works under cab and clears exhaust manifold. Heavy bar 
steel. 11-1/2’’ long. 


Use with K-D 901 14mm or 18mm air hold fittings. 





K-D 915 Overhead Valve Spring Compressor 
For Most Fords And Oldsmobiles 


With rocker arm disconnected and moved aside, tool 
hooks under rocker arm bearing rod and downward 
pressure compresses spring. 


Use with K-D 901 14mm or 18mm air hold fittings. 








K-D 915 VIP 300 Location 2CB 


POP 200 Location E8 


K-D 916 


Ford 6-Cylinder Valve Spring 
Compressor 


With rocker arm moved aside, curved end is inserted 
under rocker arm shaft and pressure on _ handle 
compresses spring. 

* Use with K-D 901 14mm or 18mm air hold fittings. 








VALVE TOOLS 


K-D 901 Air Hold Fitting Set K-D 812 Valve Guide Driver Set 

Fit 14mm and 18mm spark plug holes. Threaded to take Precision machined and heat treated for accurate fit 
standard air hose coupling. Used to apply air pressure to and prolonged use in servicing 90% of all cars, VW’s, 
keep valves closed while servicing single valves. Toyota, Datsun, motorcycles and small trucks. Each 





6-3/4” long. igre. ye in plastic kit and includes 


K-D 901 drivers K-D 814, K-D 815 and K-D 816. 


K-D 812 VIP 300 Location 2R 


en: 





VIP 300 Location 2CB 
POP 200 Location E7 


K-D 605 Split Keeper Inserter 





For split keepers with not less than 7/16’’ O. D. or valve 
stem diameter not greater than 3/8’. 


Easy loading, fast operating. Pressing pads on handles 
open jaw springs to load. : 





K-D 814 Valve Guide Driver. 
Pilot dia. 5/16’, body dia. .485’’. 


K-D 815 Valve Guide Driver. 
Pilot dia. 11/32’, body dia. .552’’. 


K-D 816 Valve Guide Driver. 
Pilot dia. 3/8’’, body dia. .615’’. 


; ; K-D 817 Valve Guide Driver. 
K-D 607 Magnetic Split Keeper Inserter Pilot dia. 7/16”, body dia. .675”. 





Handles most split type keepers. 


Keepers are automatically aligned on permanent jaw VACUUM CUP VALVE 


magnets. Tool is long and thin for easy access on 


Chrysler and Ford-built engines. af G R | N D E R S 


_ For hand grinding flat head, unslotted valves. Synthetic 
rubber vacuum cups are resistant to oil, grease, gasoline, 
atmospheric conditions. Cups have thin walls for greater 
suction, and are replaceable. 





K-D 501 Small Dual Cup Grinder 


For smaller valves. Cup diameters 5/8” and 13/16”’. 
High impact plastic handle. 
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VACUUM CUP VALVE 
GRINDERS 


K-D 505 Dual Cup Grinder 
For many valve sizes. Cup diameters 1-1/8" and 1-3/8”. 
= 





K-D 505 





VIP 300 Location 2CC 
POP 200 Location FL 





K-D 511 


Dual Cup Grinder 
For small motors and industrial engines. 


Similar to K-D 505 but with cup diameter 15/16” and 1- 
1/16”. 


K-D 510 Dual Cup Grinder 


eH to K-D 505 but with cup diameters 13/16” and 1- 
1/16”. 





K-D 506 Single Cup Grinder 
Popular, low priced. Cup diameter 1-3/8’. we 






VIP 300 Location 4CC 





Replacement Cups for Valve Grinders 


Made of synthetic rubber. Be sure to 
specify part number when ordering. Please 
refer to replacement parts price list in your 
master price sheet. 


K-D 2093 All-In-One” Expansion Type Valve Guide Cleaner 


Use with a 1/4’ electric drill to clean carbon from the 
uide. Cleans all guides, size 5/16”, 11/32’’, 3/8”, 
7/16”, 1/2”, 9/16” and 5/8”. 


May be used to clean and remove dirt or rust and burnish 
any corroded surface of 5/16’’ to 5/8” holes. 

















VALVE TOOLS 


K-D 2079 Heavy Duty 
Valve Tappet Remover 


Removes sticking 
hydraulic valve tappets. 


Jaws spread apart to 
clamp recessed area of 
tappet. Sliding hammer 


bangs them out. 


Adaptors convert tool to 
puller for extremely tight 
nas Patent applied 
or. 









K-D 2114 “QUICKIE” 
Valve Tappet Remover 


Designed for the average 
job. Patented design 
removes hydraulic tappets 
that are not stuck or baked 
in. Tool allows’ tappet 
removal without removing 
manifold. 


Similar in design to K-D 
2079, but does not have 


the sliding hammer or 
puller features. 


K-D 2114 


¥ SON SOCK 
PUT ‘ON G-H @& 





VIP 300 Location 2CH VIP 300 Location 2CH 
POP 200 Location FL POP 200 Location FL 
K-D 2093 
VIP 300 Location 2R 
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ENGINE TOOLS 


K-D 149 Combination Compression Gauge and Cylinder 
Leakage Tester 


FEATURES 


e Remote control. 
Switch 


xy | Y ant vA 
Red to battery at {| Sg” button @ Storage compartment for 
starter relay : adapter plugs. 





Sleeve for 
Black to switch on | deep well 
Chrysler 


Extension for deep well spark plugs. “)\ 


engines e Air coupler connector for \\ 
engine analysis. 


e Three types of interchangeable 
rubber plugs. 

e Gauge reads from 
0 to 300 Ibs. 





Exclusive reverse flow action — detects various cylinder and cylinder related problems. Patented design. 


K-D 124 Heavy Duty Remote Control Starter K-D 850 Piston Ring Compressor Set 


Switch 
The most efficient versatile and dependable tool of its kind 


For any engine with solenoid starter switch. Allows one on the market. Designed to operate both vertically and 
man to control engine when making various adjustments horizontally. Fine tooth ratcheting lock permits bands to 
be contracted in extremely small increments. 


and repairs. 

Complete set includes K-D 1114 pliers and 6 bands 
covering a range of 2-7/8” to 4-3/8’. Packaged in 
strong reinforced carton. 





K-D 124 VIP 300 Location 3CG 
POP 200 Location C2 


K<D 835 Mechanic’s Stethoscope 


Has shockproof handle. Provides a fast, accurate method 
of locating troubles in engines and other moving parts. 
Uncovers trouble areas before major damage. Probe 
uncouples for convenient lengths. Can easily locate and 


identify — 
*Piston Slap*Worn GearseFaulty Valves 


eWater Pump FailureeDamaged 
Gasketse Defective Bearings 





| K-D 851 Piston Ring Compressor 


Includes K-D 1114 compressor pliers with most 
popular band (3-3/8” to 3-5/8”). 


VIP 300 Location 2R 


Effective whenever trouble can be 
traced by sound, such as flow of water, 
oil, gas, steam, etc. Spring steel dia- 
phragm for long accurate use. 


K-D 852 VW Ring Compressor 


Used without removing head studs. The compressor ring 
can be removed easily after cylinder is slipped over rings. 


Includes K-D 1114 pliers and K-D 1132 band — 75mm 
ek to 88mm (2.952” to 3.267”). 
= ~e es VIP 300 Location 2R 
i ~ POP 200 Location FL 





K-D 835 VIP 300 Location 6R ~~ 
POP 200 Location EL Z Q 
K-D 853 VW and Corvair Ring Compressor 
Includes K-D 1114 pliers and K-D 1131 band — 86mm 
to 92mm (3-3/8” to 3-5/8’). 























K-D 1114 Ring Compressor Pliers 





K-D 1114 














5-1/8" to 5-3/8” 
5-3/8" to 5-5/8” 
5-5/8" to 5-7/8" 


1129 
1130 


2-1/8" to 2-3/8" 
2-3/8" to 2-5/8" 
2-5/8" to 2-7/8" 
2-7/8" to 3-1/8” 


3-1/8" to 3-3/8" 
3-3/8" to 3-5/8" 
3-5/8" to 3-7/8" 
3-7/8" to 4-1/8" 

























1131 3-3/8" to 3-5/8” 
VW and Corvair 
86MM to 92MM 


1132 75MM to 83MM 















4-1/8" to 4-3/8" 
4-3/8" to 4-5/8" 
4-5/8" to 4-7/8" 
4-7/8" to 5-1/8" 


PISTON RING EXPANDERS 
AND ADAPTERS 


Prevent ring distortion with K-D expanders and adapters. 


Pressure is applied to the ring ends by the rs, one jaws 
(black arrow). Ring expansion is equalized (white arrows) 
by the adapter. No distortion can take place. 


This is the only correct mechanical principle to expand 
piston he without strain or distortion. Each adapter will 
service ONLY its corresponding ring size, and the 
expander can be used ONLY with the adapter. 


K-D 880 





K-D 880 Piston Ring Expander and Adapter 
Set 
Set will handle 80% of all cars and trucks. One K-D 
882 expander and 6 adapters (sizes 3-7/16", 3-1/2”, 
-9/16", 3-5/8”, 3-3/4”, and 4”) packed in reusable 
storage box. 


ENGINE TOOLS 


K-D 881 Piston Ring Expander and Adapter 


Includes one K-D 882 expander and one K-D 1258 
adapter. 
VIP 300 Location 2R 


K-D 882 Ring Expander (without Adapters) 


Will handle all adapters. Adapters snap into slots in the 
expander, handles adjust to ring size. Expander should 
not be used without correct size adapter. Complete 
instructions included. 


Ring Expander Adapters 
For K-D 882 ring expander. 
Ring Size clearly marked on each adapter. 




















1254 3-1/2" 1258 4” 
1255 3-9/16" | 1259 4-1/8" 
- 1256 3-5/8" 1260 4.3” 
1253 3-7/16" 1257 3-3/4" 






“PISTON RINGER”... 
For Small Engines 


K-D 875 


A pocket-size tool to remove and install rings up to 4”. 
Light, strong, dependable. Ring gripped as shown, is 
expanded when handles are compressed. 





K-D 875 
VIP 300 Location 2CC 
POP 200 Location E6 


K-D 870 Piston Ring Filer 


A portable, rotary filer. Sizes ee. type, size of ring 
with machine shop accuracy. Turning crank files both 
ends at the same time. 











K-D 872 Replacement Cutter File 
For K-D 870. Heat treated for maximum life. 


ENGINE TOOLS 


K-D 2389 Ridge Reamer 


For modern engines with bores 3” to 5’. Special 
tungsten carbide cutters and fine-thread feed-up 
insure smooth cutting action. Unique three-position 
setting of the spring-loaded cutter head allows chang- 
ing from one cylinder to another without readjusting. 





K-D 485 Gasket Scraper 

Scrapes mating surfaces clean before installing new 
gaskets on water pumps, thermostat housings, cylinder 
heads, crankcase, timing chain cover, etc. 


K-D 485 





VIP 300 Location 6CF 
POP 200 Location DR 


K-D 706 Rocker Arm Stud Set 


For fast, easy extracting or installing of studs. A real 
professional set of equipment. Designed and built to last 
for many years of rugged and dependable service. 


K-D 706 Set 





K-D 704 








' K-D 703 








Set includes the following tools which are also available 
separately: 


K-D 705 Stud Puller 


For 3/8” and 7/16” studs with 3/8” threads. Ball 
bearing thrust washer reduces friction. Hex key 
furnished to install puller on studs. K-D 66 or K-D 
2139 ratchet wrench can be used to turn nut. 





K-D 704 Stud Installing Tool 


Adjustable. Avoids guessing height of studs when 
installing. Works on 3/8’ and 7/16” studs with 
3/8" threads. 


K-D 703 Special 7/16” Reamer 
For oversize 7/16” (.437’’) studs. 


CYLINDER HEAD 
RETHREADER KITS 


Can save the cost of a new cylinder head. Patented, 
revolutionary new method of repairing stripped or 
damaged threads in aluminum cylinder heads. Solid steel 
inserts replace damaged threads and eliminate possibility 
of “coil windout.’’ Application is comparatively simple. 
Complete instructions included with each kit. 








K-D 2125 Rethreader Kit for 14mm Spark Plugs 





VIP 300 Location 6R POP 200 Location DR 
Includes the following — _ also. available 
separately: 


K-D 2124 Tap and Reamer ViP 300 Location 2L 


K-D 2126 Insert—3/8’ long VIP 300 Location 6CE 
K-D 2127 Insert—7/16” longVIP 300 Location 6CE 
K-D 2128 Insert—1/2’’ long ViP 300 Location 6CE 
K-D 2129 Insert—3/4’’ long VIP 300 Location 6CE 


K-D 2180 Rethreader Kit for 18mm Spark Plugs 





Includes the following — _ also. available 
separately: 

K-D 2179 Tap and Reamer 

K-D 2181 Insert —7/16” long 

K-D 2182 Insert —1/2’” long 

K-D 2183 Insert —5/8’’ long 

K-D 2184 Insert —13/16” long 





ENGINE TOOLS 


K-D 2185 Rethreader Insert Jobber Assortment K-D 2033 Wick Oil Seal Installer/Remover 





Solid steel insert replacements for rethreader kits K-D Tool 
2125, 14mm, and K-D 2180, 18mm. Six each of eight Consists of ‘“‘Chinese Finger’ with handle and removal 
Seaa peal ee aed 
See: hana 540 . VIP 300 Location 2CA 
/ Z / K-D 50 VW Clutch Adjusting Wrench Set 







Reversible ratchet wrenches designed especially for 
adjusting VW clutch. 


The short wrench has an 11mm hex opening for fitting 
over and holding the lock nut. The larger wrench, with a 
14mm hex opening, adjusts the clutch. 


I Set includes the following, also available separately: 
K-D 49 Ratchet Wrench — 11mm 


K-D 2185 \¥ 


K-D 2174 Metric Rethreader Die Set 


Dies sized for use with standard wrench. Thread sizes: 
12x1.75mm, 10x 1.50mm, 8 x 1.25mm, 7 x 1mm and 6 
x 1mm. Gun barrel blue, made of heat treated steel. 
Packaged in clear plastic kit for easy storage and 
identification. 









K-D 48 Ratchet Wrench — 14mm 
VIP 300 Location 2R 






K-D 2174 VIP 300 Location 4CA 
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K-D 51 VW Double End Ratchet Wrench 


21mm hex end is essential for removing generator pulley 
nut. It is also used to turn engine over in valve tappet 
adjustment and setting timing. 


17mm hex end: is for engine mounting bolts. 


K-D 492 Oil Seal Installer/Remover Set 





For installing or removing wick or neoprene type rear 
main bearing oil seals. 


This versatile set offers a maximum of speed and safety. 
Components are correctly designed to remove and install 
all rear main oil seals. 


K-D 492 
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K-D 2169 Ford Transmission Modulator Wrench 
Designed to reach into this almost inaccessible area and 
remove the transmission modulator. The only other tool 
equired is a standard 9/16’’ wrench. i. 






VIP 300 Location 2L 
POP 200 Location AR 


K-D 2477 Piston Ring Groove Cleaner 





e Eliminates removal of engine or crankshaft. 

e Saves as much as 2 hours per job. 

e Handles both wick (packing) and neoprene molded 
seals. 

e Positive ‘‘chinese finger’ type grip on wick, can’t slip. 





Includes the following: 


1. Wick Seal Remover 4. Pusher 
2. Installer 5. Offset Trimmer 
3. Guide Funnel(s) 6. Neoprene Seal Punches 


All 5 cutter sizes on 1 easy-to-set wheel. Special 
adjustable ratchet action holder secures piston in 
position during cleaning. nt abe release for quick 

e sizes are 5/64”, 3/32”, 


removal of piston. Cutter bla 
1/8”, 5/32", 3/16” included. 
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ENGINE TOOLS 


K-D 73 Special Off-Set Wrench K-D 130 Dual Adjusting Tool 
For removing and installing Ford throttle valves 1/8’ hex bit for Delco-Remy external adjustment 
vacuum control diaphragm in confined areas. distributors. Standard 
: screwdriver bit for carburetor 
K-D 74 Special Off-Set Wrench adjustment. Sliding sleeve 








holds screwdriver bit in 
screw slot in hard-to-get-at 
places. 


For removing and installing Chevrolet modulator in 
confined areas. 








VIP 300 Location 3L 


OP 200 Location CR 
K-D 360 Puller/Compressor Set for Briggs ‘ es 


And Stratton Engines 
Set includes the following, also available separately: 
K-D 361 Flywheel Puller 


Place puller over the end of the crankshaft 
and tap lightly with a hammer to free the 
fly wheel from the crankshaft. 


K-D 2202 Lock Ring Remover/Installer fo 
Deico-Remy Starter 





Any mechanic that has ever attempted to remove the 
‘“Bendix’’ will appreciate this unique tool. Removes and 
installs lock ring without scratching or damaging the 
shaft. Cuts removal and installing time in half. 





K-D 362 Condenser Spring Compressor 


Holds the spring in a compressed position y 
on the condenser allowing removal or K-D 361 
installation of the primary wire. 














K-D 2202 






> 






K-D 2203 Reversible Fan Wrench 


Removes and installs fan bolts and clutch fans on 
most air conditioned cars. Handle is offset to prevent 
skinned knuckles on honeycomb radiator structure. 
Also provides easy access to nuts under car seats. 
Ratchet fully reversible. 1/2” hex plus 1/2” hex 
extension adapter. 


VIP 300 Location 6R 









K-D 2201 Carburetor and Distributor Adjusting 
Tool 


Allows fine adjustment and easy access. No need to 
remove the air filter. Unique 90 degree and 30 degree 
angles get into the most cramped areas. Includes 
screwdriver attachment for carburetor, hex end for 
distributor, square drive for 1/4’’ square sockets and 
flexible shaft inside rigid metal housing. Turning knob, 
screwdriver and hex attachments are interchangeable at 
either end. Patent applied for. 


K-D 2203 VIP 300 Location 2R 







K-D 2201 VIP 300 Location 3L 





























K-D 2090 Special Crankshaft Wrench 


For small engines and outboard  ~ 
motors up to 40 hp. 


Makes ignition and valve work | 
easy! \ 


Turns crankshaft with key in or out | 
after flywheel is removed. 


Prevents damage to crankshaft 
from improper use of pliers, 
standard wrenches, or makeshift 
tools. 








K-D 2090 y 


K-D 2091 


VW Drain Plug and Sump Cover 
Wrench 

21mm end removes drain plug on crankcase. 10mm end 
removes stud or nuts from sump cover. VW recommends 
periodic removal for cleaning screen before oil changes. 













K-D 2091 





K-D 2428 Compression Tester 


For 14mm and 18mm — plug holes. Detects 
various cylinder and cylinder related problems. 
Calibrated 0-300 psi and 0-20 Kg/sec. Special slide 
valve allows easy removal of air from assembly. 12” 
rubber hose. Includes 14mm and 18mm adaptors. 


K-D 2428 


VIP 300 Location 4CB 
POP 200 Location E4 
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ENGINE TOOLS 


Universal Flywheel Puller 


The only tool needed for Bolens, CCW, Fuji, Hirth 
(incl. 260R), JLO 372 and 79, Kawasaki, Kohler (2 
cycle), Polaris, Rotax (new type), Rupp and Sachs 
400 engines. Includes 3 each of the following 
hardware: 


K-D 2231 


6 x 1 x 30mm slotted bolts 
6 x 1 x 30mm hex head bolts 
6 x 1 x 50mm hex head bolts 


K-D 2232 Sachs Flywheel Puller 

K-D 2234 Hirth Flywheel Puller 

K-D 2235 JLO 338 and Twin Flywheel Puller 
K-D 2236 JLO 292 Flywheel Puller 


K-D 2237 Flywheel Puller Hardware Assortment 


Contains 3 each: 6 x1 x 30mm slotted bolts, 6 x 1 
x 30mm and 6 x1 x 50mm hex bolts. 


K-D 2238 Steel Arbor with Ball Insert 


K-D 2246 Yamaha Adapter Kit ABs 


Used with K-D 2231 flywheel puller. Long steel 
arbor with ball insert and three 8 x 1.25 x 80mm 
hex head bolts. 


K-D 2243 Snowmobile Torque Converter Drive 
Pulley Remover Kit 
K-D 2239 Salsbury 800 Series 
K-D 2240 Salsbury 700 Series 
K-D 2241 Salsbury 1190 Series 
K-D 2242 Salsbury 900 Series 







K-D 2243 


K-D 2244 Snowmobile Torque Converter Spring 
Seating Tool 


For Salsbury torque converter. 


K-D 2244 \ 





ENGINE TOOLS 


K-D 2245 Snowmobile Engine Condenser K-D 2284 Heavy Duty Piston Ring 
Puller and Driver Set Compressor 


For universal ‘‘on vehicle’ use. 










Double broached design for 
use on all passenger cars. 
2-1/8’ to 5” capacity. Two- 
band ratchet type with 
enlarged crimped edge to 
prevent compressor from 
entering cylinder. 


, 


K-D 2284 










K-D 2245 





VIP 300 Location 2R 
POP 200 Location FL 


K-D 2205 Throttle Adjusting 
Tool 


Adjusts RPM without disturbing 
original carburetor setting. Handy 
for tune-ups, timing, or air- 
conditioning service. Compact 
size. Can be used without removing 


air-cleaner. 



































Removes balancers, pulleys, 
or any gears with tapped 
holes. Damage to shaft end 
is prevented with floating 
swivel. Four slots in yoke 
permit tool to be used in 
either two or three-hole 
applications. The following 
size screws included: 3/8- 
24; 5/16-18; 3/8-16. 
VIP 300 Location 1L 
POP 200 Location BL 





K-D 2286 > 


K-D 2270 Flywheel Turner 


A real time-saver! Use when 
working on clutches, transmis- 
sions, installing rings or other jobs 
that require the crankshaft to be 
in a specific position. Flywheel 
teeth are gripped between the 
handle end and the tip of the swing- 
ing arm. Spring tension holds the 
tool to the flywheel, freeing the 


hand. Locking device holds arm 
back for compact storage. 


VIP 300 Location 2L 





Serrated Wrenches for Metric Socket-Head 


Screws 


Made from alloy steel and heat 
treated for strength and durability. 
Used to install and remove metric 
bolts on most foreign cars and 
some domestic compacts. 


K-D 2302 6mm Wrench 

VIP 300 Location 1R POP 200 Location E2 
K-D 2304 8mm Wrench 

VIP 300 Location6CB POP 200 Location E1 
K-D 2305 10mm Wrench 

VIP 300 Location6CB POP 200Location E2 


K-D 2306 12mm Wrench 
VIP 300 Location6CB POP 200Location E17 


K-D 2270 
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FILTER WRENCHES AND TOOLS _ 


K-D 190 Universal Oil Filter Wrench 


For removing disposable oil filters, 
3-7/16” to 3-3/4’ in diameter. 
Positive friction grip with enough 
leverage to exceed normal 
requirements. Will not puncture or | 
crush filter. Operates in close 
quarters. For tight places, 4 
disassemble band at bolt, wrap 
around filter, reassemble with bolt 
and proceed. 

VIP 300 Location 5L 

POP 200 Location FR 


K-D 191 Oil Filter and Brake Cylinder Wrench 


Removes bleeder adapter from V/P 300 Location SL 

master cylinder reservoir on Fords, POP 200LocationFR » 
except those with disc brakes. y 
Removes oil filters on Renault, 
Volvo and Opel, ranging from 
3-1/4’ to 3-9/16’’ in diameter. 


W Removing Oil Filter W Removing Adaptor 








K-D 191 
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K-D 2029 Square Drive Oil Filter Wrench 





For those tough-to-get-at places. Removes practically 
all spin-on type filters 3-7/16’’ to 3-3/4’’ in diameter. 


Used with 3/8’ square drive extension and 3/8” 
square drive ratchet wrench. 


Designed and built to the same high standards as the 
popular K-D 190 with the added feature of accessibility 
to extremely tight areas. 


VIP 300 Location 5L 
POP 200 Location FR 





K-D 2159 Oil Filter Wrench 


For removing disposable oil filters, 
7imm to 79mm (2-51/64’ to 
3-7/64’’) indiameter. Positive 
friction grip with leverage to 
exceed normal requirements. Will 
not puncture or crush filter. For 
tight places disassemble band at 


bolt, wrap around filter, reas- 
semble with bolt. a 
VIP 300 Location4R j#POP 200Location FR 


K-D 2187 Adjustable Oil Filter Wrench 


Removes and installs all disposable 
oil filters 2-3/4" to 3-3/4’ in 
diameter. Unique notched link unit 
that positions to 3 places. 


VIP 300 Location 4R 
POP 200 Location FR 









K-D 2010 Truck and Tractor Oil Filter Wrench 


For Ford, Allis-Chalmers and 
other tractors and trucks with 
spin-on type oil filters 4’’ to 
4- 3/8” in diameter. 


VIP 300 Location 4R 
POP 200 Location FR 







K-D 2010 


K-D 192 Fuel Filter Wrench 


Designed for removing or 
installing replaceable 
cartridge-type gasoline filters 
(2-1/4 to 2-9/16” diameter) 
and to prevent crushing of 
filter case when replacing the 
cartridge. 

VIP 300 Location 5L 

POP 200 Location FR 


K-D 2161 Square-Drive Fuel Filter Wrench 


For most Ford cars with V-8 
engines. Used with 3/8” square 
drive extension and 3/8” square 
drive ratchet wrench. 


Designed to work in the tightest 
areas on filters from 2-1/4’ to 
2- 9/16” in diameter. 


VIP 300 Location 4CH 





K-D 2161 


K-D 2023 Oil Filter Gasket Remover 


Especially for Chevrolets with 
V-8 engines. Sharp chisel 
end, reaches into narrow 
gasket groove to remove 
‘“‘baked on’ gasket. 


aes 


K-D 2320 Heavy Duty Oil Filter Wrench 


A must for Mack Truck Filters. | Works on filters from 
4- 1/8” Dia. to 4-21/32’’ Dia. Use with %’’ sq. drive 
extension. VIP 300 Location 5L 


K-D 2321 Heavy Duty Oil Filter Wrench 


Works on filters from 
4-21 /32’’ Dia. to 5-5/32’’Dia. 
Used mostly on_ trucks, 
tractors, etc. Use with %”’ 
sq. drive extension. 


K-D 2322 Heavy Duty Oil 
Filter Wrench 


Works on ffilters from 
5-5/32”’ Dia. to 5-21 /32’’ Dia. 
Used mostly on _ trucks, 
tractors, etc. Use with %”’ 
sq. drive extension. 


K-D 2320 








BRAKE AND WHEEL TOOLS 


K-D 255 Hydraulic Brake Fluid Dispenser Tank 





Fills and bleeds brakes in a single operation on both 
standard and power brake systems. Light weight, easy to 
use, one gallon tank has carrying handle which also 
serves as dipstick. Has pressure-release safety valve and 
pressure gauge. Three foot neoprene hose has quick 
acting coupler fitting. 


Use with bleeder adapters, listed below: 












Bleeder Adapters Available for All Types of Brakes 
248 V-W Adapter, 1961 and earlier, and most 
Ls 


trucks 
K-D 1105 K-D 1107 








K-D 249 


' 
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249 V-W Adapter, 1962 to date 
252 G-M Adapter (except Cadillac) 1964 to date 
1105 Adapter, pipe thread 3/4’? — 18 


1107 reso Bei threads 1-1/4’ — 18 and 

258 CHRYSLER-BUILT Adapter 

259 FORD-BUILT ADAPTER 

260 GMC-BUILT Adapter 

264 DISC BRAKE Adapter, Lincoln,  T-bird, 
Mustang, GM-BUILT 

2021 BENDIX and DELCO duals, and master 
cylinders on Ford-built and GM-built 


1108 Special Band for Corvette and Chrysler Cars 
equipped with Disc Brakes and Dual Master 


\ Y, Cylinders—Order separately. 
VA ~ 2 2216 Dual Brake Bleeder Adaptor 
b K-D 252 K-D 259 2277 Datsun Brake Bleeder Adaptor 
2278 Toyota Brake Bleeder Adaptor 


2417 Break bleeder adaptor — large dual master 
cylinders (plate size 3-1/4’ x 8-3/8'’) 
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K-D 2277 K-D 2278 
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K-D 2024 Brake Bleeder and Flare Nut Wrench 
For Volkswagen. 


Open end for the flare nut on brake lines — 11mm. 

Closed end for the brake bleeder — 7mm. K-D 2149 Brake Bleeder Wrench 
For all cars with 1/4” or 3/8” bleeder nut. 
Special offset handle and deep 1/4’ 
socket get into extremely tight areas. 
Makes bleeding brakes a simple task. 











K-D 2024 
VIP 300 Location 5CD _ => 


K-D 281 Brake Bleeder and Adhuetiie Wrench 
For English Ford and Volvo. 

Open end for brake bleeder — 7/16’’. 

Closed end for adjusting brakes — 1/4’’. 





Wes 





VIP 300 Location 5CG 3 
POP 200 Location A4 


K-D 2149 




























BRAKE BLEEDER ADAPTOR CHART 
The Following Will Fit Most Brake Master Cylinders 


YEAR AND ADAPTOR NO. 






















AUTOMOBILE 


on 
A 
é 
f 


1970 TO 1973 


BUIgK Sb = | = lt | er | ase 252 2021 or 2216/]3 
251 | 251 | 2021 or 2216 | 2021 or 2216 | V 
comet {| — | — | — | — | 259 | 259 | 259 | 269 | 259 | G | 259 | 2021 or 2216 | 2021 or 2216 Py" 
1107 | 1107 | 1107 | 1107 | 1107 | 1107 | 258 | 258 | 252 | 252 | 252 | 2021 or 2216 | 2021 or 2216 |} 
258 | 258 | 258 | 258 | 258 | 258 4 
ponies Sho ot | ed Tr 17 252 
1107 | 1107 | 1107 | 1107 | 1107 | 1107 | 1107 252 | F | 1 | 2021 or 2216| 2021 or 2216 | 
par p—| —7-|-|-|-|-|- )=|-— 1. >oe -? ae] 
Facon | — | —- | — | — | 269 | 269 | 259 | 250 | 269 259 
259 259 
Perome fF - | - | - 7 —- | — | 268 | 262 | 262 | € | 2021 or 2016] 2021 or 2216 | 
1107 | 1107 | 1107 | 1107 | 1107 | 1107 | 1107 | 1107 | 1107 | 1107 
LA Ge a BLS Bh 
ll aie as GS Bs We ee Ce ee ee 
(OLDSMOBILE | 1107 | 1107 | 1107 | 1107 | 1107 | 1107 | 258 | 258 | 252 | E | E | 2021 or 2216 | 2021 or 2216 | 
1107 | 1107 | 1107 | 1107 | 1107 | 258 | 258 | 252 | E | E | 2021 of 2216} 2021 or 2216 | 
W07_| 1107 
scour, ft — | - | - | - | weft WH Tow fw TOW fT HW FH | 2021 or 2216] 2021 or 2216 | 
CS ee ee ee ee EE EP 
259 | 259 
ToRONADO | — | -— | — | —~ | ~ | - | - | =~ | - J € I E | 2021 or 2216] 2021 or 2216 | 
poe a ee 1 ee | eee ee ee eS ee 4 
VALIANT | — | — | — | — | 258 | 258 | 258 | 258 | 258 | 258 | 258 | 2021 or 2216 | 2021 or 2216 _ 
248 | 248 | 248 | 248 | 248 | 249 | 249 | 249 | 249 | 249 | 249 249 249 

7S Se Ee oe oe a a de RC ee a ee 


A—Two Adaptors Required—No. S. 1107 and 263. G—Standard Brakes Use No. 259 J —Power Brakes Use 259. 

B—Not Available. Disc Brakes Use No. 264. Without Power Brakes Use 

C—Rambler American only. Use 1107. Others Use 259 H —With Mechanical Clutch Use 255-B. 

D—Studebakers with Disc Brakes Use No. 258 Except 259 With Hydraulic Clutch K —Use No. 251 on Standard 
Challenger. Challenger Use No. 1107. | Use 260. Brakes. Use No. 2021 on 


Studebakers with Standard Brakes Use No. 251 —Use 1107 and 263 on Power Disc Brakes. 
E—Bendix Brakes Use No. 259. Delco Brakes Use Brakes. Use 264 Standard 

No. 252. Brakes. 
F —Power Brakes Use No. 1107 Without Power 

Brakes Use No. 264. 





K-D 282 Truck Brake Adjusting Tool K-D 298 Universal Brake Spring Pliers 
For trucks with mechanically adjustable brakes. Has special socket for Bendix and Lockheed brakes. 






tte wail 






’ K-D 298 VIP 300 Location 5CD 
K-D 282 VIP 300 Location 5CB POP 200 Location A3 


POP 200 Location A5 





BRAKE AND WHEEL TOOLS 


K-D 288 Brake Tool Kit K-D 289 Brake Tool Kit 
Includes 5 brake tools in a hand y S06 ana kit. Tools Includes 4 brake tools in handy plastic kit. Tools are 
are K-D 270, K-D 280, K-D 285, K-D 286 and K-D 287. K-D 283, K-D 291, K-D 295, and K-D 297. 





K-D 288 
VIP 300 Location 5R POP 200 Location BL 





K-D 270 Brake Shoe Spring Tool for Lockheed 
a and total contact brakes. K-D 291 High Offset Brake Wrench — 1/4’’ and 3/8”. 





VIP 300 Location 5CE 
POP 200 Location A7 


K-D 280 Brake Shoe Spring Tool for Bendix 
brakes. 






K-D 297 Brake Shoe Retaining Spring Tool 


For Comet, Falcon, Valiant and others using type of 
spring shown. 





VIP 300 Location 5CC 
POP 200 Location A6 





K-D 285 ®¥hoe Retaining Spring Tool for Bendix 
brakes. 
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K-D 295 Brake Adjusting Tool for Corvair and Ford. 
\\ 


Ne : VIP 300 Location 5CE 


POP 200 Location A6 





VIP 300 Location 5CC —— 
POP 200 Location A4 — 








K-D 286 High Offset Brake Wrench — 3/8” 
and 7/16’. 










VIP 300 Location 5CE 
POP 200 Location A7 


K-D 283 Brake Bleeder Wrench 
Hex ends — 5/16’’ and 3/8” 
For GM cars since 1955 
and 1965 Lincoln and 
Thunderbird. 














VIP 300 Location 5CD 
POP 200 Location A2 





K-D 287 VIP 300 Location 5CB 


POP 200 Location A5 





BRAKE AND WHEEL TOOLS 
K-D 296 Brake Piston Clamp Set SPECIAL DISC BRAKE 


For holding brake pistons in cylinder. Two per set. 
tons "oF TOOLS 









Makes disc brake servicing easier. Use in conjunction 
with disc brake gauges shown on a following page. 


K-D 2145 Disc Brake Pad Spreader 


A must tool when installing pads. Patented design. 
Spreads pads and holds them in_ position when 
assembling caliper over rotor. % 









Remover/ Installer 


Installs and removes hold-down 
spring and two washers as a 
complete unit. Patent applied for. 





K-D 2145 VIP 300 Location 5CF 
POP 200 Location A3 










K-D 2146 Disc Brake Spring Retainer Installer 


For Kelsey-Hayes single-piston floating caliper. Holds Ba 
in place while installing spring retainer. Nearly impossible 
to install spring without this tool. 


Adah dag 









K-D 2146 
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A quick, convenient method for 


D7 va cornea loose without 
‘ae.Y Mee5 axles. 24mm, 2-1/4’ 


long. VIP 300 Location 4CH 


J 





K-D 2144 VW Disc Brake Piston Puller 





Pulls stuck pistons with “ “ia 

authority. Tough jaws SS. : 

K-D 2022 Brake Star-Nut Adjuster ee eae he 

Remover/Installer nut with conventional 

wrench and piston is 
free. 





Spreads brake shoe assembly for 
easy removal of star-nut adjuster 
for inspection. 





K-D 2147 Olds Disc Brake Caliper Wrench 


Special wrench for 
installing and removing 
caliper on Oldsmobiles. 
Length of arm designed 
for working in this tight, 
hard-to-get-at servicing 
area. 












K-D 2022 





K-D 2147 


VIP 300 Location 5CE 
POP 200 Location A6 


K-D 274 Disc Brake Piston Pliers 
Serrated teeth on jaws firmly grip inside of disc brake 





K-D 284 Chevrolet Rear Brake Drum piston, allowing a twisting-pulling action to remove the 
Puller Set piston without slipping. Caliper must be removed but does 

For freeing ‘frozen’ brake drums from axle flange not have to be taken apart. _ 

without heat. No danger of distorting drum. Two pullers SS 

per set. 


K-D 274 





K-D 
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BRAKE AND WHEEL TOOLS 


SPECIAL DISC BRAKE 
TOOLS 


K-D 2105 Disc Brake “Piston-Popper’ 


A must for shops doing brake work! Patented design. 
Removes stuck pistons with openings from 1-1/16’’ to 3”’ 
in diameter. 


The only tool available that will pull most stuck pistons 
regardless of condition. 


Insert hefty jaws into piston opening. Tighten jaws with 
hex wrench until they are against outer edge of piston 
opening, then move handle back and forth until piston 
becomes free in caliper. 


A real solid tool that does the job quickly and efficiently. 


BRAKE CYLINDER HONES 


Unique patented design of K-D brake cylinder hones 
prevents stones from going through straight bore or 
double end cylinder. 





K-D 265 Brake Cylinder Hone 


Hones all master cylinders and wheel cylinders with 
straight bore or blind end — 13/16” to 2-3/4’ in 
diameter. 


— , OREO AE CLT LI 
VIP 300 Location 5CE 
POP 200 Location Al 





K-D 266 Replacement Stone Set 


set of 3 replacement stones fit popular brake cylinder 
hones, including K-D 265. 


VIP 300 Location 5CH POP 200 Location A4 


K-D 267 VW Brake Cylinder Hone 


For VW and all cars with brake cylinders from 15.875mm 
to 25.4mm (5/8” to 1’’) in diameter. 





VIP 300 Location 5CH 
POP 200 Location A2 


K-D 268 Replacement Stone Set 


Set of 2 replacement stones fit popular brake cylinder 
hones, including K-D 267. VIP 300 Location 1R 





K-D 2105 






VIP 300 Location 5CC 






APPLY PRESSURE TO FREE 





TURN UNTIL TIGHT 






K-D 2003 Disc Brake Cylinder Hone 
Hones most disc brake cylinders 


VIP 300 Location 5CH 
POP 200 Location AT 


K-D 2004 Replacement Stone Set 


Set of 3 replacement stones for K-D- 2003. 
VIP 300 Location5CH POP 200 Location A3 


K-D 2111 Spindle Nut Speed Wrench 


One 3-in-1 wrench fits the three most popular sizes of 
front wheel spindle nuts — 15/16’’, 1-1/16”’ and 1-1/4’’. 


A must for every garage and service station. A speedy 
tool with good balance for removing and adjusting front 
axle nuts. A big time saver when ncpeay brake lining. 

or immediate 


Holds nuts in recessed area — ready 
installation. 





K-D 2111 





K-D 2063 VW Front Wheel Bearing Nut 
Wrench Set 


Set includes the two wrenches required for servicing 
front wheel bearings on VW’'s. 


K-D 2063-02 offset wrench locks 
the outside nut, while K-D 2063-01 
flat wrench is used to hold the 
inside bearing adjusting nut. 


K-D 2063-01 Flat Wrench — Or 





27mm and 32mm. Sree 
K-D 2063-02 Offset Wrench — 27mm and 32mm. 


2 
? 





“Aili, 


K-D 2063-01 — 







K-D 2063-02 







































K-D 2210 VW Brake Adjusting Tool 


Adjusts drum brakes on most VW’s. Blades specially 
designed to adjust VW star wheels. Made from alloy steel 
and heat treated. 


K-D 2210 





VIP 300 Location 5CG 
POP 200 Location A5 


K-D 2216 Dual Brake Bleeder Adapter 


For bleeding brakes on most American-made cars, 1967 
models to present. Ideal for use with large master 
cylinders used on models with disc brakes. Designed for 
use with K-D 255 Brake Bleeder Set. 


K-D 2216 


K-D 2268 Drum Brake Hold-Down Spring Tool 


A must for doing brake work on light Ford, Dodge and 
International trucks and some campers. Designed to 
remove and install hold-down springs on International 
models 1200 & 1300; Dodge truck models D-200, P-200, 
B-300, D-300 and P-300; Ford Truck models P-400, F- 
250, F-350, P-250 and P-350. Made of hardened steel. 


LY 






K-D 2268 





K-D 2277 Datsun Brake Bleeder Adapter 


Pte 


Bleeds brakes on new and 
some older Datsuns. 
Eliminates gravity bleeding. 
Designed for use with K-D 
255 Brake Bleeder Set. 





K-D 2278 Toyota Brake Bleeder Adapter 


Bleeds brakes on new and 
some older Toyotas. 
Eliminates gravity bleeding. 
Designed for use with K-D 
255 Brake Bleeder Set. 






K-D 2278 | 
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K-D 2271 Rear Brake Drum Remover 


Removes frozen brake drums 
on all cars quickly and easily. 
Eliminates need for torches 
or severe hammering and 
avoids damage to drums. 











VIP 300 Location 5R 


K-D 2271 


K-D 2300 Flange Type Axle Puller 


Accommodates all major cars and trucks with flange- 
type axles. Bolt circle range from 4-'%’’ to 5-¥%’’ Slot 
arrangement in the yoke permits use with stud design 
of 4, 5 or 6 studs in the circle. An extra heavy sliding 
hammer makes tough jobs easy. 








K-D 2300 


K-D 2307 Vega Brake Adjusting Tool 


Adjusts rear drum brakes on all Vegas. Designed to 
release the self-adjusting mechanism quickly and easily. 









K-D 2307 Pp. 
VIP 300 Location 5CG eds - Saal 


K-D 470 Universal Wheel Weight Tool 


To install and remove all types of wheel balancing weights. 
Designed for fast, easy driving, cutting and trimming of 
wheel weights. 







POP 200 Location AR 
VIP 300 Location GA 


K-D 470 


Satinechnttnetnmmnminee, 


K-D 840 Tie Rod Adjusting Tool 


Multiple handle positions . . . Ideal for working in tight 
areas. Removable insert changes size of radius to fit most 
tie rods. 
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BRAKE AND WHEEL TOOLS 


K-D 2077 Tire Valve Stem Repair Tool 
A 4-in-1 tool — 


Removes core. 

Rethreads inside of stem. 
Extracts damaged core. 
Rethreads outer part of stem and 
installs new stem in tubeless tires. 





K-D 2077 
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K-D 2133 Air Pressure Tire Bead Expander 


Bead expander’s tough nylon cover and neoprene 
inner tube are built for rugged service life. Not recom- 


mended for radial tires. 
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POP 200 Location ER 
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K-D 2133 
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K-D 2134 Heavy Duty Air Pressure Tire Bead 
Expander 


For all passenger cars. Pop beads into place fast on 
tough-to-mount belted bias and radial tires. Special safety 
valve automatically releases air when pressure reaches 
70 psi. 


K-D 2134 





K-D 472 Repair-A-Chain Pliers 


Fast, easy repair of crosslink chains for all passenger 
cars and light trucks. 


Makes tire chain repair fast and easy. Use side jaws for 
spreading or opening — front jaws for closing or pulling 
together. 





SAFETY INSPECTION GAUGES 
AND SERVICE TOOLS 


Periodic motor vehicle inspection (PMVI) can be easy and 
profitable when the right gauges and tools are used. 





K-D 2110 Disc Brake Run-Out Indicator 


Checks run-out to one 
thousandths’ of an inch 
(.001’’) on disc brake 

rotors. Gauge can be™ 
placed in many positions. 
Patent applied for. Can 
also be mounted on K-D 
2175 spindle nut bracket if 
desired. 



















K-D 2175 Run-Out Indicator Spindle- Nu 





Bracket = 
Lets you mount  free- 
standing indicator (K-D 
2110) on spindle-nut. 
Simple thumbscrew _o™~ 
attachment. > 
3 e . K-D 2175 


K-D 2176 Spindle-Nut Mounted Disc Brake 
Run-Out Indicato 


Bracket fits on _ spindle c 
nut. Gives positive, , 
accurate readout in 
thousandths of an inch. 


K-D 2176 





F 
K-D 2112 Disc Brake Rotor Gauge 


Two gauges 
thickness, wear and score depth of the rotor. Calibrated 
in ten one thousandths’ (.010’’) inches. Quick and less 
costly than micrometer method. Use in conjunction with 


in one. Patented design. Measures 


K-D 2110 run-out indicator. 


K-D 2112 
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SAFETY INSPECTION GAUGES 
AND SERVICE TOOLS 


K-D 2324 Bonded Brake Lining Inspection 
Gauge <p, 


Accurately measures, in gradua- 9 
tions of 1/64”, the amount of 
lining remaining up to 1/2”. 
Meets vehicle inspection code . 
requirements. A must for in- . e 
mite I truck, bus and passen-__.. | 

ger car brakes. £ 





K-D 2324 
VIP 300 Location 5L 


K-D 2326 Tire Tread and Riveted 
Brake Lining Gauge 


A two-in-one tool. Measures the amount of lining 
remaining over the rivet head of both drum and disc 
brake pads and tire tread depth up to 9/16”, in 
graduations of 1/64’. Meets state vehicle inspection 
code requirements and saves time by not having to 












pret ast rt remove the caliper from the rotor on 
disc brakes. Po 
K-D 2326 


See 


VIP 300 Location 4CG 5 


C 
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K-D 276 Brake Lining Gauge 


For 3/16” and 1/4’ 
linings. Calibrated in 
fractions 0”’ to 1/4’’. 
Accurately measures 
the amount of lining 
remaining. Patented. 


K-D 2467 Four Wheel Drive 
Spindle Nut Wrench 


1/2” drive. Lock nut removal and 
installation is simple, even when the 
new wide-rim wheels are involved. For 
Chev. & GMC 1/2 ton, Blazer, Jimmy, 
Bronco, Ford 1/2 ton, Ford 3/4 ton 
spline type hub, IHC 1000 series, and 
Dodge 1/2 ton. VIP 300 Location 1CE 
POP 200 Location C5 K-D 


K-D 2099 Upper A-Frame Support Arm 
For use with K-D 233 ball joint K-D 2099 

inspection gauge. This spacer : xan 
bar is required in some states. 





K-D 2116 Disc Brake Lining Wear Gauge with 
Fractional Scale a 


Designed to meet Pennsylvania ~~ 
State inspection requirements. bs 
Measures fraction of lining remain- 
ing on disc brake pads. Three scales 
cover the complete range of disc brake linings 
on American cars. Gives immediate indication of 
amount of lining remaining on disc brake pad. A 
must for initial inspection of disc brakes. Make check 
in most cases without removing caliper. Saves time 
and labor. Patent applied for. 









BRAKE AND WHEEL TOOLS 


K-D 2544 Economy Brake Cylinder Hone 


This low cost tool is ideal for the do-it- 
yourself mechanic. Hones wheel _ cylin- 
ders and some master cylinders. Stones 
are same as used on K-D No. 265. For 
replacement of stones use K-D No. 266 
Replacement Stone Set. 








Se IU LEE: 
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SPREPCOCECRIILIEED 


K-D 2544 
POP 200 Location AT 


K-D 277 Brake Drum Gauge 


Patented design. Accurately measures drum oversizes on 
passenger cars and light trucks. Primary scale measures 
all standard size drums 7-7/8’ through 14-1/4” 
inclusive. Determines whether drum can be turned or 
must be discarded. (See applicable safety code.) 


~~ 
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K-D 278 Brake 


When set to drum size, 
patented combination 
gauge automatically 
shows correct shoe 
adjustment. Position 
lock assures accuracy. 
Can also be used as 
drum gauge. 


VIP 300 Location 5R 
K-D 278 





K-D 2148 Metric and 
Resetting Gauge 


Designed for use on 
foreign and compact 
cars, and all standard 
size cars with brake 
drum diameters up to 
11-1/2”’. 


Fractional Brake 












nee fn 


Metric scale: 165mm 
to 292mm. 
Fractional scale: 6- 


1/2” to 11-1/2”. 


x 
- . 












MUFFLER AND TAIL PIPE TOOLS 


K-D 2075 Muffler and Tail Pipe Service Kit 


A complete kit of tools for servicing entire muffler system. 
Includes compartment type storage box made of heavy 
gauge metal and the following tools, shown separately 
below: 


K-D 2031 cutter, K-D 2070 expander, K-D 2071 
expander, K-D 2072 chisel, K-D 2073 chisel, and K-D 
2074 remover. 













K-D 2031 Exhaust and Tail Pipe Cutter 


Completely adjustable for pipe 
sizes from 3/4’’ to 3” in diameter. 
15 cutters give excellent tracking. 
Only 90° of handle movement 
required. Gets into the tightest 
areas. Special ‘‘Lock-Guard’’ 
feature controls cutting depth. 
Patent applied for. 





“LOCK-GUARD” 





K-D 2031 


VIP 300 Location 4L 
POP 200 Location BR 


K-D 2150 Exhaust and Tail Pipe Cutter 


Same unique design as K-D 2031 cutter shown but for 
larger pipes from 3’”’ to 5’’ in diameter. Has 23 cutters. 


EXHAUST AND TAIL PIPE 
EXPANDERS a 





SHAPES Ree" EXPANDS 


Patented, 3-in-1 design. The only tools available that flare 
and shape the pipe end as well as expand it — the three 
operations necessary to assure a tight fit — essential for 
prevention of gas leaks. 


K-D 2070 Expander 
For pipes 1-7/16’’ to 2” in diameter. 


K-D 2070 











VIP 300 Location 4L 













K-D 2071 Expander 
For pipes 1-13/16”’ to 2-1/2” in diameter. 


K-D 2071 












VIP 300 Location 4L 
POP 200 Location BR 


K-D 2269 Expander 
For pipes 2-3/8” to 3-1/16” in diameter. 


K-D 2269 








pitt 
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K-D 2072 Muffler and Tail Pipe Chisel 


A few blows and muffler and tail ————— 
pipe are ready to slip apart. ‘‘Curl- P y 
cut’’ method is pe and positive. ote _ 
Cuts all kinds of sheet metal. Pd 


On 





K-D 2072 





VIP 300 Location 4CE 


K-D 2073 Muffler and Tail Pipe 
“METAL PEELER” Chisel 


Removes'7 rusted, corroded 
connections. Insert cutting edge 
between tail pipe and muffler 
nipple. Split open outside pipe. 
Gives clean, fast cut. 











K-D 2073 


K-D 2074 Muffler and Tail Pipe Remover 


Same design as K-D 2073 but has handle for more control 
and safer operation. 






K-D 2074 


VIP 300 Location 3R 
POP 200 Location BR 






































IGNITION AND ELECTRICAL TOOLS 


K-D 189 Complete Alternator Service Kit K-D 126 test light, K-D 127 power pak,K-D 181 diode 
Kit includes all of the special tools and test equipment cael — 183 puller, K-D 184 pulley set, and K-D 
needed to service most alternators. 90% of all alternator earing kit. 


repairs consist of relacing diodes, brushes and/or 
bearings. Free instruction booklet included with each kit. 
Write for additional copies. Kit includes compartment 
type storage box and the following tools, shown at right: 
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K-D 189 






K-D 125 Electrical Test Kit K-D 2581 Charging System & Battery Tester 


Tester connects to the battery in seconds and shows 
you instantly the condition of your charging system 
and battery. 


Red Lights (L.E.D.’s) show The Following Conditions 


For checking alternator diodes and testing live and dead 
circuits, positive and negative ground. 







Gives the mechanic a versatile set of equipment, 
designed to find a wide range of electrical troubles wit 
speed and accuracy. Packaged in plastic kit wit 
complete set of instructions. Includes the following, alsq 
available separately. 

VIP 300 Location 3R POP 200 Location C 


Good Cell — check each cell. 


Overcharging — check 
with engine running, park- 
ing lights on (probably 
voltage regulator). 







Normal Charge — check 
with engine running, park- 
ing light load. 





K-D 126 Hi-Low Voltage Test Light 


Combination electrical trouble shooter and 
spark plug tester. For all 6 and 12 volt 
systems. Shockproof handle. Replacement 
bulbs available. 





Undercharging — check 
with engine running, park- 
ing light load. 






Battery Normal — engine 
off, parking light load. 


Bad Diode — check with K-D 2581 POP 200 Location CL 
engine running (alternator VIP 300 Location 3R 
problem). 


Included are 2 battery cell probes to check individual battery cells 
and a complete instruction folde 


K-D 181 ator Diode Service Set 


For removing and installing diodes and brushes on 
Chrysler, Delco-Remy (Delcotron), Leece-Neville, and 
Prestolite (Autolite) alternator systems. 


Sr “ae y sk Includes the following, also available separately: 
K-D 181-A_ Slip Ring end Frame Support @ @ 

K-D 181-B Universal Diode Remover 1 

K-D 181-C Universal Diode Installer 4 

K-D 127 Power Pak K-D 181-D Prestolite Brush Spreader 


Self contained power unit. Safely tests circuits K-D 181-E Heat Sink Support 
with power off. Batteries included. for Diode Removal 










VIP 300 Location 3CG 
POP 200 Location C1 





K-D 181-F Universal Heat Sink ' 
Support for Diode E ) 
Installation 


K-D 181-G Delcotron Brush 


Hold-Down Pin / 
lo | 
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K-D 183 Alternator Pulley Puller Set 


For pressed-on pulleys and bearings. Works like a wheel 
puller. Jaws fit over pulley flange. Sleeve clamps jaws 
together. Turning the screw pulls pulley off safely, without 
damaging alternator. 


To pull internal bearings — reverse jaws to fit over 
bearing and then follow same procedure as above. 


Includes the following, also available separately: 





K-D 183-02 Screw 

K-D 183-03 Pair of Jaws 
K-D 183-04 Sleeve 

K-D 183-05 Nut 

VIP 300 Location 1CE 

POP 200 Location BL 





183-04 183-05 183-03 
K-D 184 Alternator Pulley Service Set 
For GM Delcotron alternators. Loosens and _ tightens 


locknuts on GM Delcotron single and double groove 
pulley nuts. 


Place hex socket on square end of 
sleeve. Place sleeve over shaft of 
tool. Tighten vise jaws on flats of 
tool shaft; insert hex end of shaft in 
socket of alternator shaft — hex 
socket over locking nut. Turn 
sleeve to loosen or tighten. 
Prevents damage to alternator. 


K-D 184 q b, 


K-D 185 Alternator Bearing Removal/ 
Installing Set 


A necessity for removing and installing bearings without 
damage to the bearings or bearing housing. 


Includes the following, also available separately: 


K-D 185-01 Universal Drive-End 

Frame Installer 

K-D 185-02 Universal Bearing i. 
Remover 185-02) 5 
K-D 185-03 Universal Bearing : 
Installer 

K-D 185-04 Support for Bearing 

installing 


K-D 185-05 Universal Support for 
Bearing Removing and Installing 


185-05 | a 








K-D 129 Low Voltage Circuit Tester 


For all 6 and 12 volt systems. Clip ground anywhere 
on car. Push point through insulation of cable being 
tested until it makes contact with copper conductor 
inside. Bulb in handle will light if wire is “hot,” will not if 
“dead.” Checks continuity and grounds of field coils 
when coupled with K-D 127 power-pak. 


VIP 300 Location 3CG 
POP 200 Location C2 





IGNITION AND ELECTRICAL TOOLS 










K-D 2524 Short Circuit Detector 


Locate short circuits in 6 and 12 volt circuits without 
removing upholstery, body panels, etc. Operates 
through metal door posts, rocker panels, upholstery. 
Packaged in a neat plastic case with easy-to-follow 
instructions included. - 


Sk ae 


K-D 2524 
VIP 300 Location 6L 





K-D 135 Insulated Spark Plug Terminal Pliers 


No more shocks with this special tool designed to remove 
cable terminals from spark plugs quickly and easily. 
Heavy duty handles double coated with ‘‘dielectric’’ 
plastic for shockproof, sure grip operation. Jaws coated 
for extra safety. 


VIP 300 Location 3CE 
POP 200 Location BR 


K-D 135 


K-D 152 Neon Timing Light 


Compact design with pistol grip, . 
nonbreakable lens. Bulb andg 
reflector replaceable. r 


K-D 2025 “3-IN-1” Distributor Wrench 


For Chevrolet and AMC. 


Removes and installs primary terminal on all 6 cylinder 
Chevrolet and AMC engines. Hex key extension adjusts 
points on Chevrolet V-8’s. 





K-D 2025 


LARTER TES 






K-D 103 Distributor Tower Brush 


For cleaning all makes of distributor tower head sockets. 
Just insert tool and twist — removes rust, dirt and 


corrosion. 
VIP 300 Location 3CE 


K-D 103 













































IGNITION AND ELECTRICAL TOOLS 


K-D 137 Headlight Fuse Tool Pak 


Muiti-purpose tool makes working on head lamps and 
changing fuses a ‘‘snap.”’ Aligns screw holes on head 
lamp casings — pulls head lamp springs and reaches 
between double lamps with short screwdriver adapted to 
fit all Reed & Prince and Phillips-head screws. 





K-D 134 Tail and Stoplight Bulb Tool Kit 


Takes care of installing and removing light bulbs and 
cleaning corroded sockets. No more cut fingers with 
these handy tools designed to reach into the tightest 
places. Packaged in plastic kit. 


Includes the following, also available separately. 


K-D 136 Bulb Base Remover Pliers 


Removes corroded base when bulb is broken. 
Serrated lip on jaws gives firm hold for tight, 
positive grip without crushing bulb base. 


ae i 
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K-D 138 Bulb Base Gripper 


Installs and removes light bulbs from tail lights, 
stop lights, turn signals, running lights on 
trucks, etc. Removes bulbs from corroded 
sockets. Plastic coated jaws permit soft, yet 
firm grip. 


VIP 300 Location 3CH 






K-D 139 Socket Cleaning Brush 


Removes corrosion and cleans light bulb 
sockets. 


VIP 300 Location 3L 





K-D 104 Distributor Clamp Wrench 

A necessity for any shop doing distributor work. Gets to 
the nut locking the distributor and enables the mechanic 
to loosen nut, adjust timing, and lock distributor. Can be 
used as a unit or taken apart and used with a ratchet. 


oa 








VIP 300 Location 3CF 
POP 200 Location C6 






K-D 2589 Distributor Clamp Wrench 
10mm and 12mm wrench openings. 


K-D 2590 Distributor Clamp Wrench 


13mm and 17mm wrench openings. 
POP 200 Location C6 


K-D 2591 Distributor Wrench Kit 


Includes 6 distributor wrenches with coupler in a 
lastic pouch. Wrenches are K-D 140, K-D 2589 and 
-D 2590 with opening sizes of 1/2”, 9/16”, 10mm, 

12mm, 13mm and 17mm. 

POP 200 Location C6 


K-D 730 Spark Plug Opening Thread Chaser 


Combination 14mm and 18mm 
‘chaser’ services practically all 
makes and models of cars. Cleans 
threads of carbon corrosion and 
metal. 13/16’ hex has neoprene 
band to hold ‘‘chaser’’ firmly in 





deep wall spark plug socket 
wrench. 
VIP 300 Location 2CB 
POP 200 Location E7 
K-D 111 


Universal Ignition Point Aligning Tool 


For aligning contact points right in 
the distributor. 

For all kinds of points in all types of 
distributors. Illustrations on 


package show each arm in use on 
the type of point it is designed to 


service. K-D 111 ns : 





K-D 85 Electric Marking Pencil 
Writes permanently on all metals. 


e@ Operates on 6 or 12 volt battery 
or transformer. 

e Insulated with heat and wear- 
proof material. 





e@ Replaceable tip. 

e Heavy duty ground lead provided. K-D 85 

e Writes like a pencil. VIP 300 Location 3CA 
& 


Makes permanent identification on tools, equipment, 
motor parts and all metal items. 


* See ‘‘Wrenches, Screwdrivers and Pliers’’ K-D 
Section for other IGNITION WRENCHES 29 


AND WRENCH SETS. 





IGNITION AND ELECTRICAL TOOLS 


K-D FEELER GAUGE SETS 


Top quality feeler gauges permit extreme accuracy of 
work on spark plug gaps, distributor and ignition points 
and tappet adjustments. 


All sets have special adjusting lock nuts and decimal 
inches and metric sizes are electrically etched on each 
blade for permanency. 


K-D 160 Double End Feeler Gauge Set 


Unique design contains both standard and 
pat ev blades. 26 blades. Blade sizes as 
ollows: 





K-D 161 Deluxe Feeler Gauge Set 
One brass blade for transistorized ignitions plus 
32 straight blades. Blade sizes as follows: 


VIP 300 Location 6CA 
POP 200 Location C3 


K-D 161 ( ~~ 





*Brass Blade for Transistorized Ignitions 





K-D 162 Feeler Gauge Set 


One 2-1/2” rule plue 15 straight asic bi in the 
following sizes: “a 






VIP 300 Location 6CA 
POP 200 Location C4 


K-D 163 Valve Tappet Feeler Gauge Set 
Eleven offset blades. Blade sizes as follows: 


K-D 163 — 
VIP 300 Location 6CA 
POP 200 Location C5 











K-D 164 Combination Gauge Set 


Six spark plug gap wire- gauges (Same as on 
K-D 166), 12 straight blades and 









electrode adjusting tool. 
Blade sizes as follows: 


VIP 300 Location 6CH 
POP 200 Location C3 


K-D 164 


.019 .483 
.020 .508 


.022 099 


.024 .610 
.025 .635 
.026 .660 








an 














IGNITION AND ELECTRICAL TOOLS 


K-D 165 Spark Plug Gap Wire-Gauge Set 
Special spark plug 8-wire —_— 
gauge with electrode AW \, 
adjusting tool. Wire sizes as ane 4 se) 
follows: : q ; ee 
« Pn) | 






ez 

K-D165 
VIP 300 Location 6CH 
POP 200 Location C4 


Inches 














K-D 166 Spark Plug Gap Wire-Gauge 


Special K-D gauge with 6 o> 
wire-gauges and_- two “30. : 











hardened and plated 
electrode adjusting tools. 
Wire sizes as follows: 
[ 
K-D 166 
VIP 300 Location6CH .. & 
POP 200 Location C3 S \ 
Ww 
.015 381 .030 .762 
.018 .457 .035 .889 


.025 .635 .040 1.016 





Includes 2 hardened and plated electrode adjusting tools. 


K-D 2062 “Mini” Feeler Gauge Set 


Gauge with 16 straight blades 
1/4” wide x 1-3/4’ long. 
Handy for working in close 







quarters. Blade sizes as 
follows: 
K-D 2062 © 9 Wee, 
VIP 300 Location6CH ~ » << 
POP 200 Location C5 











K-D 2223 Non-Magnetic Feeler Gauge 


For use with electronic ignition systems. Blades made 
from hard brass to prevent gauge from magnetizing. 
Three popular-sized blades: 





K-D 2223 
VIP 300 Location 6CD 
POP 200 Location C3 yN 
.008- .203mm y 
y So 
.010- .254mm , 2 
a LAS 
.012- .305mm a —- 2 


K-D 2274 Deluxe Metric Feeler Gauge Set 
Gauge with 25 blades in the following metric sizes: 


04 .09 .30 .55 
5 .10 .35=.60 
.06 .15 .40 .65 
07 .20.-.45 -.70 
08.25 =.50°.#5 


VIP 300 Location 6CA 
POP 200 Location C4 





K-D 2275 Metric Feeler Gauge Set 

Gauge with 15 blades in the following metric sizes: 
.06 .20 45 
.07 +25 .50 
.08 .30 05 
.10 .39 .60 
415 .40 .70 
VIP 300 Location 4CB 





K-D 2276 Metric Feeler Gauge Set 

Gauge with 9 blades in the following metric sizes: 
.06 .20 .40 
10 .30 .50 
15 .35 .60 
VIP 300 Location 4CB 







K-D 207 Battery Service Kit 


Includes K-D 202 puller, K-D 203 
pliers and K-D 204 spreader and 
cleaner, described below, in 
plastic pouch. 


VIP 300.Location 4L 











IGNITION AND ELECTRICAL TOOLS 


K-D 208 Battery Service Kit 


Includes K-D 202 puller, K-D 203 
Pliers and K-D 206. brush, 
described below, in plastic pouch. 


K-D 209 Battery Service Kit 


Includes K-D 202 puller, K-D 203 
pliers, K-D 204 spreader and 
cleaner and K-D 206 _ brush, 
described below, in plastic pouch. 

















K-D 201 Battery Brush In oe Case 


Internal and external wire 
brushes in high impact 
plastic case. Will not 
corrode. Will not soften in 
cleaning solutions. For 
cleaning both terminals and 
posts. 


K-D 201 


VIP 300 Location3CB «_ >= 
POP 200 LocationC8 = ~~ a 


K-D 202 Battery Terminal Puller 


Removes corroded clamps, 
including spring types. Extra 
sharp points on jaws get K-.p 202 
under clamps and increase 
lifting action or dig into sides 
if clamp is on bottom. 


~ 9, 








PULLER 





VIP 300 Location 3CC 
POP 200 Location C7 


K-D 203 Battery Nut Pliers 


These positive-grip pliers are 
designed to give maximum 
leverage in cramped areas. Sturdy 
construction for long life. 


K-D 203 VIP 300 Location 3CC 





K-D 204 Battery Terminal Spreader and 
Cleaner 


effectiveness. Cleans and spreads in one operation. 


_ K-D 204 VIP 300 Location 3CC 
POP 200 Location C8 






















Plier-type tool has sharp milled teeth for real cleaning 


TERMINAL SPREADER 





K-D 205 Battery Carrier Strap 


Made of high strength, acid 
resistant plastic. Positive 
terminal grip for safety. 


VIP 300 Location 3CA / 
POP 200 Location DL 4 ; 


K-D 205 









K-D 206 Battery Brush In Metal Case 


Internal and external wire 
brushes clean both terminals 
and posts. Made of high- 
strength metal case assures 
many years of service. 


K-D 206 


VIP 300 Location 3CC 
POP 200 Location C8 





K-D 2206 Ignition Wire Holder 


Designed to hold spark plug 
wires in proper order when 
disconnected from distributor 
cap. 


K-D 2206 





K-D 2272 Ignition Tester 


Checks the spark between lead i 
wire and spark plug. Instantly tn 
determines if spark is sufficient for , 
proper firing. Ideal for small engine — 
ignition check. 







_K-D 2272 


(a 


VIP 300 Location 3CF 


K-D 2325 Battery Terminal Pliers 


Removes corroded clamps, in- 
cluding spring types, quickly and 
easily. Just slip pliers jaw under 
clamp and squeeze. Firm pres- 
sure will lift clamp without twist- 
ing or prying. Always remove 
negative terminal first. Red insu- 
lated handles for safety. 










K-D 2325 





K-D 2279 Combination Battery Strap 


Two-in-one strap designed to carry both top-mounted or 
side-mounted terminal batteries. Strap made of high 
strength, acid-resistant plastic. Knurled screws enabie it 
to be used as a charging adapter 

for side-mounted terminal batteries. 

VIP 300 Location 3CH j 

POP 200 Location DL 


K-D 2279 






































IGNITION AND ELECTRICAL TOOLS 


K-D 2285 Battery Torque Wrench 


Applies the correct torque when tightening the cable 
screw on batteries with side-mounted terminals. Prevents 
breaking the seal between threaded insert and battery 
and insures proper electrical contact. Can also be used to 
remove cable screws. 







K-D 2285 


K-D 2301 


Battery and Cable Brush for 
Side-Mounted Terminals 


Two-way brush for cleaning electrical contact surfaces on 
side-mounted terminal batteries and cables. Circular 
brush cleans around threaded insert on cable; 
rectangular brush cleans flat surface on the battery where 
contact with the cable is made. Same isthe eaten as K- 
D 2172. * 





es 


K-D 2301 


K-D 2423 2-in-1 Current Indicator 
For 6V, 12V and 24V Systems. 


Measures both alternator and starter DC current and 
indicates direction of current flow without breaking 
into lines. Just hang meter on wire. Gauge is color 
coded to correspond with alternator and _ starter 
current reading. High visibility gauge provides aul 
accurate measurements. : : 
Compact design for tight oper- 
ating conditions. Heavy-duty 
construction for years of trouble- 
free operation. Starter current 
scale: 600-0-600. Alternator cur- 
rent scale: 100-0-100. 


VIP 300 Location 4CF 


POP 200 Location C1 K-D 2423 





K-D 2172 2-IN-1 Battery Post and Cable Clamp 
Cleaner and Shaper 


Patented design cleans and shapes both positive and 
negative posts at correct angle right down to the base. 
Loosen thumb screw and reverse blade to clean cable 
clamp. ssa ie blades made from heat-treated 
spring Steel. | ———. 





yy 
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VIP 300 Location 3CA KD 2172 


K-D 2173 Three-Way Battery Tool 


Removes corrosion from battery 
clamps and posts. Assures perfect 
contact, preventing power failure 
and poor performance. 





K-D 2173. || 
VIP 300 Location 3CB 
POP 200 Location C8 





K-D 2118 “SPOT CHECK” Battery Tester 


Tests condition of battery on cars, 
trucks, farm machinery, boats, 
stationary engines, etc. Floating 
balls quickly indicate battery 
condition. 


K-D 2118 


VIP 300 Location 3L 
POP 200 Location DL 





K-D 2154 Electrical Pliers — Strippers & Cutter 


For crimping all solderless terminals. Also cuts and forms 
or may be used as a screwdriver. Stripper adjusting cam 
calibrated for all popular size solid and stranded electrical 
wire, 12 to 26 gauge. 








K-D 2154 VIP 300 Location 3CB 


POP 200 Location C7 


STRIPS CUTS 


K-D 2162 


An all-around tool for crimping solderless terminals, 
splicing, cutting and stripping 10 to 22 gauge wire. 


“All-Pro” Wire Stripper and Crimper 


K-D 2162 


VIP 300 Location 3R 
POP 200 Location CR 


CUTS ANDSTRIPS— 
Up front—scissor action permits 
ces, 






CRIMPS— 
insulated and 
BOLT CUTTER— non-insulated terminals, 


a 
Cuts without leaving burrs including ignition terminals 


ends into hetign: 
loosen an d tighten small n uts 











IGNITION AND ELECTRICAL TOOLS 


K-D 2165 Solderless Terminal Assortment 
“Repair Pak” 


Consists of K-D 2164 
assortment of the most 
popular solderless ter- 
minals and connectors 
for automotive applica- 
tion plus the K-D 2154 
wire stripper and cutter. 


K-D 2167 Solderless Terminal and Connector 
Jobber Merchandiser 


Colorful self-contained 
display for the counter. 
Includes 26 paks of the 
most popular insulated 
and non -_ insulated 
terminals and con- 
nectors for automotive 


So OE sete Gouna one 
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Terminal Assortments — Without Tools 


All assortments packaged in plastic storage box with 
terminal identification label. 


K-D 2163 Large Insulated Solderless Assortment (125 
pieces) 





K-D 2164 


Insulated Solderless Assortment (50 pieces) 








K-D TOOLS REPLACEMENT PACKAGES 
SOLDERLESS TERMINALS AND CONNECTORS 


Packed in clear vinyl paks with resealable tops 
fag 
Style or Type Lot Stud 

Butt 22-16 

Connector 

Non-Insulated ee 
i u 

= Connector 
Butt 12-10 

Connector 


.250 18-14 
Receptacle 
.250 Tab 18-14 
Closed End 
Connector 
Butt 22-16 
Connector 
Butt 16-14 
Connector 
Butt 12-10 
Connector 
Universal 7mm 
Ign. Term. 
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Also See; 

90° Cable a 
support-use | gn ition 
with 332416 Wrenches 
in Wrench, 
Screwdriver 

20-14 
and Pliers 
section, 


*Insulated 


pages 47and48. 

































AIR CONDITIONING AND COOLING TOOLS 


K-D 2087 Air Conditioner Test Equipment Kit 


Provides most of the tools needed to service 
automotive air conditioning equipment, 
furnished in a heavy gauge metal storage box. 


Includes K-D 2051 gauge assembly, K-D 
2054 goggles, K-D 2046 wrench, K-D 2055 
thermometer, and K-D 2225 freon-can dis- 
pensing valve. 


K-D 2087 


K-D 2051 Manifold Pressure Gauge Assembly 


Three color - coded 
lines (36”’ red line, 36”’ 
blue line, 60’ yellow 
line) with one 500 psi 
high pressure gauge 
and one combination 
250 psi — 30’ vacuum 
gauge and_ valve 
assembly. 


on 
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K-D 2348 Electronic Leak Detector : 


Safely, accurately and quickly detects refrigerant 
leaks in Air Conditioning systems. 100% solid state 
electronic coupled with “State-Of-The-Art” circuitry 
makes the unit extremely reliable and easy to use. 
Unique light-emitting diode warns if batteries are 
weak. Calibration is accomplished electronically with- 
out the need for the usual inconvenient external 
reference leak source. Audio-lead indicator assures 
efficient operation even in bright sunlight. Because it 
is electronic the hazards and inconvenience of the 
bao detector are eliminated. 

rotected sensing tip is connected to the impact- 
resistant “Valox” case by a flexible metal snorkel. 
This allows one hand operation and gt 
provides easy reach to difficultloca- 
tions. Disposable paper filters help 
prevent sensing tip from becoming 
clogged with grease. Special out- 
put jack is provided for an ear- 
phone which may be purchased 
separately. 
Specifications 
Size — 8.5” long x 3.20” wide x 1.82” thick. 
Weight — approximately 1 Ib. 
Leak Detection Capability — as small as 1/2 
ounce per year. 
Power Source — 2 standard “C” size flash- 
light batteries. 
Battery Life — approximately 40 hrs. Use 
alkaline batteries for longer life. 


K-D 2054 Safety Goggles 


Protects eyes against St 
harm. a. = 





K-D 2348 






K-D 2054 
VIP 300 Location 1CH 
POP 200 Location BL ty 


K-D 2344 Anti-Blow-Back Valve 


Special one-way valve prevents ac- 
cidental blow-back of system pres- , 2 
sure into freon can. Screws easily ““ , #a” 

onto standard freon dispensing valve. VA D 2344 


K-D 2046 Air Conditioner Ratchet Wrench 


Services compressor service valves, clutch belts, cap 
fittings, charging bottles, etc. 3/16’’ and 1/4” square, 


1/2” and 9/16" hex. K-D 2046 VIP 300Location1 
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K-D 2055 Pocket Thermometer 
Determines if unit is at peak efficiency. 


—ororrereene 
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K-D 2055 


K-D 2052 Freon Leak Detector 
Heavy-duty Propane type, lights 
without priming or - generating. 
Locates the smallest 
freon leaks. 






K-D 2052 


K-D 2535 Hi-Low Pressure Tester 


Works like a tire pressure gauge to make quick 
checks on auto air conditioning systems. Although 
this tool does not provide a continuous monitoring 
as is provided by K-D’s No. 2051 Manifold Pressure 
Gauge set, it does serve as a convenient go-no-go 
gauge for fast and easy checks on most systems. 

VIP 300 Location 4CH | at 
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K-D 2083 Chrysler Air-Temp Gauge 


Use with K-D 2051 pressure gauge 
assembly when testing Air-Temp . 
system. . 


K-D 2083 


K-D 2212 Rotary-Vane Vacuum Pump 


Capable of drawing 29.9 inches at 
sea level. Will draw within .5’”’ of 
barometric pressure after 5 
minutes of operation at any 


altitude. 
K-D 2212 


K-D 2213 Dual Rotary-Vane Vacuum Pump 


Same pump as K-D 2212 but allows 
you to evacuate two Cars 
simultaneously. Molded case 
includes 2 vacuum gauges, 2 
intake connections plus individual 
system shut-off valve. Will draw 
within .75’’ of barometric pressure 
on each system after 8 minutes of 
operation. 


K-D 2213 

















AIR CONDITIONING AND COOLING TOOLS 


K-D 2013 Air Conditioner Compressor Service Tool Kit 


Contains the tools needed to service most air conditioner 
compressors, supplied in a heavy gauge metal storage 
box. 


Furnished with instruction booklet. 
Write for additional copies. 


Includes : 


K-D 2015 Pulley Puller, 

K-D 2017 Bearing Service Set, 

K-D 2020 Plier Set, 

K-D 2018 Wrench 

K-D 2014 Seal Kit 

K-D 2016 Clutch Service Kit shown 
below, which are also 
available separately: 


K-D 2015 Universal Pulley Puller 
Adjustable jaws to fit air-conditioner pulleys. 






* K-D 2015 


K-D 2017 Universal Bearing Service Set 


Installs and removes compressor 
pulley bearings. 







K-D 2017 


K-D 2020 Snap Ring Plier Se : 


Set includes one K-D 1135 in- 
ternal and one K-D 1136 external 
pliers with special points for in- 
stallation of retaining rings in GM 
compressors. Pliers may be 
ordered separately. 










K-D 1135 








K-D 1136 


K-D 2018 GM Clutch Holding Wrench 


Prevents damage to clutch drive 
plate. 


~ 


K-D 2018 


K-D 2013 
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K-D 2014 GM Seal Kit 


For removal and replacement of 
GM seal and “O” rings. gam 









K-D 2014 








K-D 2016 Universal Clutch Service Kit 


Removes clutches on Chrysler, 
Ford and other air conditioner 
compressors. Includes special 
feeler gauges for proper spacing of 
clutch plate and pulley. ee 


K-D 2016 § 


K-D 2537 Ford STV Valve Remover 


This tool is required for removing the STV valve on 
late model, intermediate sized Fords. Conventional 
yee wrenches will damage the valve. The tool is 

pes to wrap around the valve and apply an 
evenly distributed pressure when removing or instal- 
ling the STV valve. 





K-D 2537 


K-D 2215 GM Compressor Snap Ring Pliers 


Removes and installs large snap x4 
ring almost impossible to get at -” 
wit 


out this special K-D tool. La 
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AIR CONDITIONING AND COOLING TOOLS 


K-D 2130 “UP-DATE” Air Conditioner 
Compressor Service Kit 


Includes all the tools required to bring your customers up 
to date in servicing air conditioner compressors. A 
companion set to K-D 2013. Packaged in plastic kit with a 
copy of instruction booklet. 


K-D 2130 





Includes the following tools, also available separately: 


K-D 2048 Universal Oil Level Checker 
Set 


For York, Tecumseh and Airtemp 
compressors. 







K-D 2049 Universal Seal Kit 


For York, Tecumseh and _  Aijirtemp 
compressors. Installs and removes cartridge 
and unitized-type seals. 


K-D 2409 
VIP 300 Location 1CA 


K-D 2409 Flexible Adaptor for 1976 
GM Air Conditioning 
Systems 


This adaptor allows servicemen to use ex- 
isting manifold hoses on 1976 GM cars. 
Flexible design permits access to tight 
places. Tool has a 3/8’-24 thread female 
connector on one end to fit the high side ser- 





, : - ra: 


K-D 2540 GM Expansion Tube 
Installer 

Due to a modification on GM's air condition- 

ing systems, this tool is needed for removing 


and installing the expansion tube. The 2540 
has application on most 1977 GM cars. 


K-D 2540 







K-D 2082 Chrysler EPR Valve 
Remover/ Installer 


mmP K-D 2082 


K-D 2120 GM Ceramic Seal Seat 
Remover 


Removes and installs the new ceramic seat used 
on 1969 and 1970 GM compressors. 


K-D 2120 





K-D 2121 GM Seal Sleeve Protector 


Fits on shaft to insure leakproof seal installation. 
Thumb screw permits easy tool removal. 






: ane \, 


K-D 2122 Expansion Valve Screen 
Remover 


Threads into screen for safe and fast removal. A 
real time saver. Fits all screens. 





vice port on 1976 GM systems, and a 1/4” 
male flare fitting on the other end to fit a 
standard service manifold hose. Adaptor 
has one way valve to prevent accidental flow 
back of system pressure. ia 












a K-D 2214 Universal System Analyzer 


Automatic temperature 
control analyzer for 
servicing GM, Chrysler 
K-D 2080 90° Adapter Fitting and Ford systems. ATC 


For making car leak tests in tight areas. service manual and 





carrying case included. 


K-D 2214 
K-D 2080 





K-D 2085 1 QT. Can Compressor Oil 3/ 











AIR CONDITIONING AND COOLING TOOLS 


K-D 64 Air Conditioner Ratchet Wrench Set 


For automotive and commercial air conditioning and 
refrigeration systems. Each wrench has exclusive K-D 
pawl for reversing ratchet action and fits square valve 
stem or hex used on tanks or compressors. 


Set includes the following, also available separately. 





VIP 300 Location 1CA 
K-D 67 Ratchet Wrench 
1/4” square, 5/16” square. 


Bl 





K-D 68 Ratchet Wrench 
3/8’ square, 9/16” hex. 


K-D 69 Ratchet Wrench 
3/16” square, 1/4’’ square. 
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K-D 2543 Ford High Side Fitting Adaptor 


This tool is similar to the K-D 2409 GM Fitting Adaptor 
and designed to allow the mechanic to connect 
standard 1/4” flare service hoses to Ford air condi- 
tioning systems. This prin is necessary due to 
a modification on Ford 1977 systems which prohibits 
existing manifold pressure gauges from being used. 





K-D 2543 


K-D 427 Corbin Hose-Clamp Tool 


Patented flexible shaft design. No kink, “‘memory’”’ cable 
reaches into tight places inaccessible to pliers type tools. 
Easy turns of plastic handle operate a screw within the 
sleeve on end of cable to compress clamp. Use rear slot 
for small sizes. Use both slots for large sizes. 











K-D 428 Corbin Hose-Clamp Pliers 

Double slots in each jaw provided to hold small or large 
sizes securely. Jaws close fully so small sizes can be 
completely expanded. Jaws swivel to any position. 


by ie a 
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K-D 428 






VIP 300 Location 1CA 
POP 200 Location BR 


Positive latch holds clamps 
securely when expanded. A tool 
proven in use, improved by the 
addition of a 4-position automatic 
thumb latch. Jaws swivel to any 
position. 
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VIP 300 Location 1CH 
POP 200 Location BR 
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K-D 145 Radiator Hose “Pinch-Off” Pliers 
Eliminate necessity of draining cooling system when 
installing thermostats and water pumps on all pressurized 
cooling systems. Also works on heater hose. Jaws swivel 
for parallel clamping and positive shutoff. Automatic 
ratchet locking. eS 

VIP 300 Location 1CB 


K-D 145 







K-D 421 Radiator Hose “Shark-Tooth” Pliers 


For radiator and heater hose removal and installation. A 
few twists and hose is completely free. 





WOOK 
K-D 2536 STV/POA/EPR Valve Tester 


A diagnostic tool for checking POA valves on GM’s 
VTR systems, STV valves on Ford’s combination 
systems, and EPR valves on Airtemps systems. To 
use the No. 2536 tester, a valve which is suspected to 
be faulty is removed from the car’s system and 
inserted into the tester’s pressure chamber. External 
refrigerant pressure is then applied to determine the 
procs? pressure at which the valve opens and closes. 

ressure readings are made with the gauge mounted 
on the pressure chamber. 





K-D 2536 






































AIR CONDITIONING AND COOLING TOOLS 


K-D 2360 Air Conditioning System 
Carry Charger 


Provides all the components required for testing, 
evacuation and charging of air conditioning systems. 
Completely portable. Packaged in tough, high-density 
polyethylene case. Designed to K-D 2360 
dispense refrigerant from handy a 
one-pound cans or bulk contain- a 
ers. Features integral manifold 
gauge set, both gas and liquid Zaz 
charging with one hook-up, ‘77 
vacuum pump and muchmore. @ 





K-D 424 Perma-Quik Hose-Clamp Installer 


Patented design installs Perma-Quik hose-clamps 
presently being used for hose applications on replaceable 
fuel filters, water pumps, and other original equipment. 
Includes four replacement clamps. 






K-D 2342 Bi-Metal Thermometer 


A must when checking automotive air conditionin 

output. Accurately measures outlet, evaporator an 

condenser temperatures — range O degrees fahren- 
heit to 220 degrees fahrenheit. Complete with pro- 
tective sleeve and clip. Includes a rugged metal 
case with a break-resistant lexan lens. Has resettable 
dial feature. es 






K-D 2342 


K-D 409 Deluxe Radiator “TEMP” Gauge 


Checks general condition of 
cooling system. Dial face is 
calibrated in F. and C. increments 
of 5° and is guaranteed within 5° at # 
190° F. Complete instructions on 
gauge. VIP 300 Location 1CB YA 

POP 200 LocationBR K-D409 \S 








K-D 411 Top Tank Thermometer 


Metal case contains complete instructions and 
suggestions for use. 


VIP 300 Location 1CB 


K-D 2225 Freon-Can Dispensing Valve 
Locks securely on flat top or screw 

top can. Special release safety 
valve for accident-free operation. tli 


oe 


K-D 2225 


VIP 300 Location 1CH 
POP 200 Location BL 





K-D 2117 “Spot-Check” Anti-Freeze Tester 


Tests permanent type anti-freeze cold or hot. Checks 
anti-freeze protection to -50°. 


Number of balls floating gives accurate reading. Testing 
works on specific gravity principal. 


Tester marked with graduations for permanency and 
quick reading. A tremendous sales tool. Every car owner 
becomes a potential anti-freeze customer with a quick 
easy check. 


Patent applied for. 
VIP 300 Location 1L 
K-D 2117 


May ! check your antifreeze? 





K-D 2119 Anti-Freeze “Pro-Tester” 
Works for you all year ’round — tests winter and summer. 


Easiest to read of all testers. Number of floating balls 
shows degree of protection. 


Most accurate tester of ‘‘mini’’ type in the industry. Tests 
boiling point vital to summer protection. 50% ethylene 
glycol and 50% water recommended by industry for most 
efficient operation. 


Tests anti-freeze for winter protection. 


May | check your antifreeze? 


The correct mixture of 
radiator coolant will 
help prevent costly 


K-D 2119 


K-D 2220 Radial Hose-Clamp Cutter 


Makes hose band replacement fast and simple. Unique 
design keeps cutting blades from slipping off the band 
while scissors-type action makes a clean cut. Prevents 
hose damage that can be caused by using conventional 
shears or screw drivers. Cuts O.E.M. bands found on 
most cooling systems. WILL NOT CUT STAINLESS 
STEEL. 











40 bit holder. 


i 





BODY AND CHASSIS TOOLS 


K-D 2039 Windshield Wiper Arm Remover 


Removes wiper arm without 
scratching painted surface. Bottom 
of jaw is coated with protective 
plastic. Simply insert jaws between 
base of wiper arm and attachment 
surface and squeeze. Wiper arm is 
off in seconds. Pa 










K-D 2038 Window Molding Clip Tool 


For GM, Ford and AMC. Place jaw flat to glass, locate 
clips and ‘‘roll’’ them out. 

VIP 300 Location 1R 

POP 200 Location BL 







K-D 2038 





K-D 2037 Chrysler Window Molding Clip Tool 
One end spreads rubber zipper type gaskets. The other 


A 
09, 


end removes “‘standard’’ Chrysler clips. 


= 


y 


fog: 





K-D 2333 Shock Absorber Wrench 


This tool is a must for the easy removal and installa- 
tion of shock absorbers on most American cars. 
Special oval sockets fit over the end of the shock 

ile the 9/16” hex socket tightens or loosens nut. 
Use with K-D 65 or 3/4” ratchet wrench. Precision 
heat treated, red plastic hand grip. 





K-D 2204 Striker-Bolt Wrench 3 


Includes four bits of different sizes 4 
and shapes to loosen most striker- 
bolts. Shallow socket often is a 
problem, but K-D’s ‘‘C’ clamp 
arrangement locks the bit into the 
striker-bolt socket. Then use 4 
standard open end wrench on hex- © 












K-D 465 Universal Shock Absorber Tool 
Used to install all makes of shocks in all makes of cars. 


Patented design reaches down through mounting hole 
and threads onto shock piston rod. Pulls shock up into 
mounting position. Wrench opening fits end of piston rod 
and holds it securely while mounting nuts are being 
tightened. 


VIP 300 Location 1CG 
POP 200 Location A7 







K-D 430 Door-Handle and Window-Crank 
Spring Pliers 
For all GM, Ford and other cars using type of clip shown. 


Fastest, surest way to reach and remove interior door 
handles. Won’t mar upholstery, reduces danger of flying 
springs. Rolls spring out without forcing. Removes all 
springs of this type. Le 


K-D 430 


VIP 300 Location 1CF 
POP 200 Location A8& 





Door-Handle and Window-Crank 
Spring Tool 

Removes clips of type shown from Ford and GM cars. 
Pushes spring back just far enough to remove handle. 
Spring remains on handle — cannot be lost — eliminates 


danger of flying springs. Reverse end of tool used to 
remove door panels. 


K-D 431 





K-D 431 ee - oe 
VIP 300 Location 1CF POP 200 Location A& 
K-D 435 Chrysler Door-Handle and Window- 
Crank Spring Pliers 


Designed for Chrysler-built cars. Sure, simple operation. 
Releases handle springs of type shown. The spring clip 
must be released from a groove in the shaft before handle 
can be removed. Pronged jaws also useful in removing 
interior door trim panels. 
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BODY AND CHASSIS TOOLS 


K-D 140 Multi-Purpose Body Clamp 


This screw type clamp has wide, strong jaw pads for body 
repairs, welding, straightening, etc. 


K-D 140 





K-D 2043 Tapered Reamer — 1/8” to 1/2” 


To ream, de-burr, align or enlarge holes. Made of 
precision ground, heat-treated steel with sure grip plastic 
handle. ea - 









Does eenasseens 


K-D 2043 
VIP 300 Location 6CC POP 200 Location E7 
K-D 2044 Tapered Reamer — 7/16” to 1” 

To ream, de-burr, align or enlarge 
holes. Precision ground reamer 
has removable handle for easy 
storage. Made of heat-treated 
steel. 


K-D 2044 
VIP 300 Location 6CC 





K-D 2287 Ball Joint Separator 


Inserted between ball joint and steering knuckles, and 
given a few sharp blows with a hammer, this tool 
separates these parts easily. Tool is 11-7/8"’ long with a 
15/16” opening. 

K-D 2287 








K-D 2288 Tie Rod Separator 


A powerful separating tool with tapered prongs. 
Manufactured to withstand hard usage. Tool is 16’ long 
with a 21/32’’ opening. 


K-D 2288 


K-D 2289 Pitman Arm Puller 


A screw-type puller for safe and 
steady _ pull. Eliminates — the 
necessity of having several tools 
for Pitman arms. Has a heavy-duty 
center screw and heat-treated yoke 
drop-forged from high-grade alloy 
steel. 

VIP 300 Location 1L 
POP 200 Location BL 


K-D 2290 Body Dent Remover 


Removes body dents from the outside by either punching 
or drilling a hole in the deepest part of the dent. Insert 
hook or self-threading screw at tip of tool and a few light 
taps with the 2-1/2 Ib. sliding hammer returns the metal 
to its original position. Shaft is 1/2’’ x 13’ long with 
locking device to keep screw from turning. 


L.=: K-D 2290 





K-D 2289 














SNAP RINGS 
AND SNAP RING TOOLS 


K-D 444 Combination Snap Ring Plier Kit 


K-D snap ring pliers use different types and sizes of 
interchangeable points to provide a wide range of 
applications. Hexagonal points are automatically 
aligned and secured in hexagonal shape jaws, se- 
cured by a round head screw in each tempered 
jaw plate — they cannot twist. Patented reverse- 
cone points hold ring securely. Points are high quality 
alloy steel, accurately machined and heat treated. 


Kit includes one K-D 1445 internal snap ring plier set, 
one K-D 1446 external snap ring plier set with one 


K-D 447 interchangeable point assortment (five pairs 
of points). 












INTERNAL EXTERNAL 
VIP 300 Location 2CD POP 200 Location DL 
K-D 445 _ Internal Snap Ring Plier Set 


K-D patented internal snap ring pliers with one K-D 447 
interchangeable point assortment (five pairs of points). 


K-D 445 


VIP 300 Location 2CF 
POP 200 Location DL 





K-D patented external snap ring pliers with one K-D 447 
interchangeable point assortment (five pairs of points). 
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K-D 446 


VIP 300 Location 2CG 
POP 200 Location DL 
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Production Type External Snap Ring 
Plier Set 


Patented tool provides two adjustments for production 
use, where many rings of the same size are being 
handled. Adjustment stops on jaws can be set to any 
desired point spread. Stop on handle to control maximum 
ring expansion. 


Includes one K-D 447 interchangeable point assortment 
(five pairs of points). 
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SNAP RINGS AND SNAP RING TOOLS 


K-D 2011 2-IN-1 Snap Ring Tool Set 


Exclusive, patented combination 2-in-1 snap ring tool for 
both internal and external rings. One K-D 447 


interchangeable point assortment (five pairs of points) 
included. 


K-D 2011 





VIP 300 Location 2CE 
POP 200 Location DL 


K-D 2066 2-IN-1 Snap Ring Tool Kit 
Kit includes: 


1. K-D 2011 patented combination 2-in-1 snap ring tool 
for both internal and external rings and one K-D 447 
interchangeable point assortment. 


K-D 2066 
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2. Assortment of 
the 12 most needed 
snap ring sizes, both 
internal and 
external. 


3. Durable heavy - = ee 
duty high impact | i 

plastic storage box 
with 12 ring — — 
compartments and .fr 
tool storage area. 
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K-D 447 5-Pair Interchangeable Point 
Assortment 


Includes the Spgs Love pairs for K-D 445, K-D 
446, K-D 1447 or K-D 2011 in plastic box. 


K-D 1457-.039-15 
K-D 1458-.047-15 
K-D 1460-.074-15 
K-D 1462-.039-45 
K-D 1467-.047-90 


VIP 300 Location 2CF 


K-D 448 9-Pair Interchangeable Point 
Assortment 


Includes the rows sayy pairs for K-D 445, K-D 
446, K-D 1447 or K-D 2011 in plastic box. 


K-D 1457- 039-15 
K-D 1458-.047-15 
K-D 1460-.074-15 
K-D 1462-.039-45 
K-D 1463-.047-45 
K-D 1464-.074-45 
K-D 1466-.039-90 
K-D 1467-.047-90 
K-D 1468-.074-90 


VIP 300 Location 2CF 
POP 200 Location DL 


K-D 451 Interchangeable Point Set 


Supplements K-D 447 point assortment to increase 
versatility of K-D 445, K-D 446, K-D 1447 or K-D 2011. 
Four pairs in plastic storage box. Includes one pair 
each of the following: 


K-D 1470-.020 for smallest rings 
K-D 1459-.060-15 

K-D 1461-.090-15 

K-D 1471 for external holeless rings 





Interchangeable Snap Ring Points 


For use with K-D 445, K-D 446, K-D 1447 and K-D 
2011. Have patented reverse-cone tips. 


Order by complete type numbers as listed below. 
TYPE NO. 


K-D 1457-.039-15 (Point diameter 
.039’’, angle 15°) (plain shank) 

K-D 1458-.047-15 (Point diameter 
.047’’, angle 15°) (one notch on 
shank) 

K-D 1459-.060-15 (Point diameter 
.060’’, angle 15°) (four notches on 
shank) 


K-D 1460-.074-15 (Point diameter 
.074’, angle 15°) (two notches on 
shank) 
K-D 1461-.090-15 (Point diameter 
.090’’, angle 15°) (Three notches on 
shank) 


K-D 1462-.039-45 (Point diameter 

Y .039’’, angle 45°) (plain shank) 

a K-D 1463-.047-45 (Point diameter 
.047"’, angle 45°) (one notch on 
shank) 

K-D 1464-.074-45 (Point diameter 
.074’’, angle 45°) (two notches on 
as 
K-D 1465-.090-45 (Point diameter 
.090’’, angle 45°) (three notches on 
shank) 


K-D 1466-.039-90 
.039’’. angle 90°) (plain shank) 

K-D 1467-.047-90 (Point diameter 
.047’’, angle 90°) (one notch on 
shank) 


K-D 1468-.074-90 (Point diameter 
.074’’, angle 90°) (two notches on 
shank) 
K-D 1469-.090-90 (Point diameter 
.090’’, angle 90°) (three notches on 
shank) 
K-D 1470-.020 (Point 
=) 
=O 


‘ ae 


(Point diameter 


diameter 
.020’’) 


K-D 1471 for external holeless rings 






































SNAP RINGS AND SNAP RING TOOLS 


K-D 454 Combination Heavy Duty Snap Ring 
Plier Kit 


Designed to supplement K-D 445 and K-D 446 by 
handling large size snap rings. Use a similar type of 
interchangeable points. Pliers are 9-3/8" long with 
firm-grip handles. Automatic ratchet locking device 
built into handle. 


Kit includes one K-D 1455 internal snap ring plier, 
one K-D 1456 external snap ring plier with one K-D 
457 interchangeable point assortment (three pairs of 
points). Set packed in plastic kit with button flap. 







K-D 454 Kit 


VIP 300 Location 2CE 
POP 200 Location DL 


K-D 455 Internal Heavy Duty Snap Ring Plier 


Set 


K-D patented internal snap ring pliers with one K-D 457 
interchangeable point assortment (three pairs of points). 


VIP 300 Location 2CD 


K-D 456 External Heavy Duty Snap Ring Plier 
Set 


K-D patented external snap ring pliers with one K-D 457 
interchangeable point assortment (three pairs of points). 


VIP 300 Location 2CD 


K-D 457 3-Pair Interchangeable Heavy Duty 
Point Assortment 


Includes the following point pairs for K-D 455, K-D 456 or 
K-D 2012 only in plastic storage box with one pair of jaw 
plate screws. 


K-D 1472-.108-15 
.108’’, angle 15°) 


K-D 1474-.108-45 
.108”’, angle 45°) 


K-D 1475-.123-45 
.123”’, angle 45°) 


(Point diameter 


(Point diameter 


(Point diameter 





VIP 300 Location 4CG 


K-D 2012 2-IN-1 Heavy Duty Snap Ring Tool 
Set 


Exclusive patented combination 2-in-1 snap ring tool for 
both internal and external rings. Wide range with this 
large hefty tool. Designed to supplement the K-D 2011. 


Installs and removes internal rings with 2-7/16’’ to 
4- 1/2’’ housing diameter and external rings with 1-1/2”’ to 
4-1/2’ shaft diameter. 


One K-D 457 interchangeable point assortment (three 
pairs of points) included. 






VIP 300 Location 2CE 
POP 200 Location DL 


K-D 2012 





SNAP RINGS AND SNAP RING TOOLS 


Interchangeable Heavy Duty Snap 


Ring Points 


For use with K-D 455, K-D 456 and K-D 2012 only. 
Tempered jaw plate locks points in place. Have patented 
reverse-cone tips. 


K-D 1472-.108-15 (Point diameter 
.108"’, angle 15°) (plain shank) 

K-D 1473-.123-15 (Point diameter 
123", angle 15°) (one notch on 


shank) 

K-D 1474-.108-45 (Point diameter 
.108"’, angle 45°) (plain shank) 

K-D 1475-.123-45 (Point diameter 
.123’’, angle 45°) (one notch on 


shank) 

K-D 1476-.108-90 (Point diameter 
.108"’, angle 90°) (plain shank) 

K-D 1477-.123-90 (Point diameter 
.123”’, angle 90°) (one notch on 


shank) 
K-D 1478 - for external holeless rings 


Minimum order, three pairs one type. 


K-D 2067 Snap Ring Merchandiser 


Complete self-selling counter display and stocking container includes the following: 


K-D 985 Emergency Snap Ring Assortment 


An assortment of the 52 most- 

called-for rings to handle yip300 Location 2CG 
emergency replacements, in POP 200Location DL 
automobiles, industrial equip- 
ment, home appliances and 
many other fields. The chart 
below used with the adjacent 
silhouette chart make it easy to 
identify the rings for application 
and for reordering. A silhouette 
chart is packed with each K-D 
985 assortment. 














1. One package each of 52 popular size snap rings. 


2. Each snap ring assortment packaged 


resealable pouch. 
3. Exact size silhouette printed on each package along 


with type number, 


quantity and free diameter. 


4. Counter display has pull-up index chart for quick and 
easy identification of snap ring. 


5. Snap ring packages are placed in display carton in 
indexed system relating to pull-up chart. Each individual 
package has code number and is a_ tamper-proof, 
moisture-proof resealable plastic pouch. 





Nos. 
1000 
External 


Number 





Shaft 
Diam. 


oP 1012 
External 


Housing 
Diam. 
Inches 


wi 
External 
(Bowed) 


Free Pieces 
23 in “ng “ail 


113 
.076 


shaft diameter, 


Nos 
1014-1017 
External 


1018 
1019 
1020 
1021 
1022 
1023 
1024 
1025 
1026 
1027 
1028 
1029 
1030 
1031 
1032 
1033 
1034 
1035 


1018 1021 
External 


Shaft 
Diam. 
Inches 


in plastic 


housing diameter, 


ve ale sms 
¥ F: 





K-D 2067 





Nos. 
1022. 1032 1033.1 1044 1048 & 1046 1047 & 1048 1049-1051 
Internal External External Internal External 
(Bowed) 

Housing | Free Pieces Shaft | Housing | Free | Pieces 
Diam. Diam. | in ~~. aks Diam. Diam. 2% in Repl. 
Inches ‘NK Inches | Inches Pkg. 

.188 1036 4) ge Swe .281 20 

.328 1037 Lt Bee ee 461 12 

44] ib 1038 P| ek te .509 12 

593 15 1039 eg ree 079 12 

7/16 482 20 1040 ts, § Raa .635 12 
9/8 .694 12 1041 7 2 Pee .693 12 
3/4 .831 12 1042 + et eee 122 12 
ys a. {4 Z 1043 2p See .180 12 
1.023 1.136 10 1044 1-9/16 eenees 1.446 5 

1-1/16 | 1.180 8 1045 (2 ip 2 eee > 122 10 
a. a ; 1046 | 1-1/4 | ...... 1.156 6 
1-1/2 1660 5 1047 1 1.081 10 
1-3/4 1.941 4 ‘1048 1-1/8 | 1.217 7 
a 142 20 1049 |; oe Soe 461 15 
Sawa .168 20 1050 | Se Sere .693 12 
kes .225 20 1051 1 1-1/8 |[...... | 1.041 6 




















SNAP RINGS AND SNAP RING TOOLS 


K-D Snap Rings in 985 Emergency Package 





EXACT SIZE SILHOUETTES 


es ceeeeC GEG 


100 1008 
1013 
Bowed 1014 1015 1016 1017 Cins 1019 1020 1021 
G 


SECC 


2 29@OOOQ| © 


-SC000 
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WRENCHES, SCREWDRIVERS AND PLIERS 


K-D 1140 Impact Wrench Kit 
Has 3/8” square drive and hex socket for bits. 


Great for handling the really tough jobs. A short twist of 
the impact driver sets the working cam and return spring. 
Striking the anvil end a sharp blow with a hammer loosens 
screws and bolts even when rusted or wedged tight. 
Reversible action also tightens screws and _ bolts. 
Instructions stamped on tool. 


Snap-closing plastic kit includes the following, also 
available separately. 


K-D 1141 Impact Driver VIP 300 Location 6R 
K-D 1143 No. 2 Phillips Bit 

K-D 1144 No. 3 Phillips Bit 

K-D 1146 5/16’’ wide Slotted Bit 

K-D 1149 9/32” wide slotted bit 

K-D 2061 5/16” Hex Bit Socket ViP 300 Location 6R 


K-D 2160 3/8” TO 1/2” Square Drive Adapter 
Fits K-D 1141 impact wrench. 





K-D 2160 


K-D 2138 Reversible Ratchet 
Wrench 


Patented unique socket design 
gives two hex sizes on each end y 
of each wrench. 9/16” and 1/2” ro 
— 7/16" and 3/8” hex. << 







opttts — 
ial ils 
fr ty 


VIP 300 Location 5L K-D 2138 


K-D 2139 Reversible Ratchet 
Wrench 


Patented unique socket design 
gives two hex sizes on each end 
of each wrench. 7/8” and 3/4” 
hex — 11/16” and 5/8” hex. 





P wail 
sift ssid 
pif i) willl 
ill 
, 
y 


SIDE VIEW 


K-D 2139 















KD 2061 


K-D 1141 


VIP 300 Location 6CC 
POP 200 Location E5 





K-D 2141 Reversible Ratchet Wrench Kit 


3 Wrenches — 10 Hex Sizes 


Includes both K-D 2138 and K-D 2139 wrenches which 
make up K-D 2140 kit giving hex sizes of 3/8’, 7/16’’, 
1/2”, 9/16", 5/8”, 11/16”, 3/4” and 7/8”’ plus K-D 61 
wrench (listed below) giving 1/4’’ and 5/16’’ hex sizes, 
packed in vinyl kit. 






K-D 2141 


goa 2 


K-D 2260 Metric Ratchet Wrench Set 


Seven metric wrenches with single-direction ratchet 
action. Made of alloy steel and chrome plated. Packed in 
a vinyl pouch. Contains the following wrenches, also 
available separately: 


K-D 2260 





K-D 2261- Metric Ratchet Wrench 7mm and 8mm. 
K-D 2262- Metric Ratchet Wrench 9mm and 10mm. 
K-D 2263- Metric Ratchet Wrench 11mm & 12mm. 
K-D 2264- Metric Ratchet Wrench 13mm & 14mm. 
K-D 2265- Metric Ratchet Wrench 15mm & 17mm. 
K-D 2266- Metric Ratchet Wrench 16mm & 18mm. 
K-D 2267- Metric Ratchet Wrench 19mm & 20mm. 






































WRENCHES, SCREWDRIVERS AND PLIERS 


K-D 2282 Slotted Screw Starter 


No more fumbling with hard-to-position screws with this 
handy tool. A simple twist of the bit and the screw is firmly 
held, ready for easy starting. Tool releases and resets 
automatically. Slender design for easy access into close 
areas. Strong magnet on opposite end for retrieving parts 
dropped into hard-to-reach areas. Convenient pocket 
clip. Overall length 5-5/8’’. 





VIP 300 Location 3CD 
POP 200 Location C5 


K-D 2283 Phillips Screw Starter 
Same quality as K-D 2282 but with a Phillips head starter. 





ee 





rapt a ce 
et be a en 
Ns ee aye 
ROA eae see 
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VIP 300 Location 3CD 


REVERSIBLE RATCHET 
WRENCHES AND KITS 


These quality tools were developed by K-D for general 
service. Popular sizes of hex openings, ten sizes of 
reversible heads available in  one-sixteenth inch 
increments. Ratchet teeth are closely spaced to permit 
short stroke in tight working conditions. Attractively 
finished with bright, rustproof zinc plating. Sold 
individually or in complete sets. 


K-D 1605 Reversible Ratchet Wrench Kit 


ma five wrenches (K-D 61, K-D 62, K-D 63, K-D 65, 
K-D 66). 

Sturdy, white plastic roll with black binding, transparent 
pocket, wrap-around tie. 





K-D 61 Reversible Ratchet Wrench 

1/4” and 5/16” hex. Length 3-7/8’’. 

VIP 300 Location3R qs “= Ss" @) 
K-D 62 Reversible Ratchet Wrench 


3/8 and 7/16” hex. Length 5-1/4’’. a 


VIP 300 Location1cc «<q = <<. “Sq 






K-D 63 Reversible Ratchet Wrench 
1/2” and 9/16’’ hex. Length 6-1/2’’. 


VIP 300 Location — ate 
co (&-  oe  S }> 


POP 200 Location 


“en ma 
K-D 65 Reversible Ratchet Wrench 
5/8’ and 3/4’ hex. Length 7-7/8’. 


re Mister ee 
“eal 
” 


K-D 66 Reversible Ratchet Wrench 
11/16” and 7/8’ hex. Length 9-3/16’’. 















K-D 4088 High Performance Ignition Wrench 
and Tune-Up Kit 


All wrenches are drop forged from alloy steel, heat 
treated and chrome plated. They are designed 
pec mre for ignition work and have a different size on 
each end. 


All tools packaged in vinyl kit with button-flap, includes 
set of seven wrenches, magnetic screw starter, file and 
feeler gauge listed below. All are available separately. 





a8 HIGH PERFORMANCE 


VIP 300 F=f 700¢5/ | |GNITION TUNE-UP KIT 


Location 3CF 
K-D 4088 | 


POP 200 
Location C1 


Open End Ignition Wrench 































K-D 4081 
13/64” and 3/16”, 3-1/16” long 
K-D 4082 Open End Ignition Wrench 
15/64” and 7/32’, 3-1/16” long 
K-D 4083 Open End Ignition Wrench 
17/64” and 
K-D 4084 Open End Ignition Wrench 
5/16” and 9/32’’, 3-3/8" long 
K-D 4085 Open End Ignition Wrench 
9/32”’ and 5/16’’, 3-3/8’’ long 
ee A | 
K-D 4086 Open End Ignition Wrench 
3/8” and 11/32’’, 3-5/8" long 
K-D 4087 Open End Ignition Wrench 
11/32” and 3/8’, 3-5/8’ long 
VIP 300 Location 2R _ 
K-D 2153 Ignition File 





K-D 2152 


ig 





K-D 2062 ‘‘Mini’’ Feeler Gauge 
(see feeler gauge 
listings for blade 


sizes) 


K-D 4090 Custom Ignition 
Wrench Kit 


Seven-wrench set __in- 
cludes K-D 4081, K-D 
4082, K-D 4083, K-D 
4084, K-D 4085, K-D 
4086, and K-D 4087. 
Same as high perform- 
ance kit, K-D 4088, 
but without the screw 
starter, file and _ feeler 
gauge. Packaged in vinyl 
kit with button flap. 


K-D 4067 Standard Ignition Wrench Kit 


Wrenches packaged in vinyl kit with button flap, includes 
set of eight, listed below. All are available separately. (All 
wrenches have same size : 

opening on each end.) 


K-D 4090 





K-D 4067 


ACEF 4087 


STABOARDO TOK TIOM Wormer eet 


K-D 4059 Open End Ignition Wrench 


3/16’’ and 3/16’, 3-1/16” long 





ii 
Fai 


Open End Ignition Wrench 
7/32” and 7/32’’, 3-1/16” long 


K-D 4060 






K-D 4061 Open End Ignition Wrench 


15/64” and 15/64’’, 3-3/16” long 


ei trl, 
: 





K-D 4062 Open End Ignition Wrench 


1/4” and 1/4’, 3-3/16" long 


aides 






K-D 4063 Open End Ignition Wrench 


9/32”? and 9/32’, 3-3/8" long 


Aci i 






K-D 4064 Open End Ignition Wrench 


5/16” and 5/16’’, 3-3/8" long 


ernest 
arsed figitits. 


Open End Ignition Wrench 
11/32” and 11/32’, 3-5/8" long 


K-D 4065 


iy 
itty 


K-D 4066 Open End Ignition Wrench 


3/8” and 3/8’, 3-5/8" long 




















K-D 1060 Reversible Ratchet Wrench Kit With 
4 Bits 
Includes K-D 27W reversible ratchet wrench and the 


following four bits, described below, in plastic kit: K-D 
27AB, K-D 27BB, K-D 27CB and K-D 27DB. 


K-D 1062 Reversible Ratchet Wrench Kit With 


7 Bits 


Includes K-D 1063 reversible 
ratchet wrench and the following 
seven bits, described below, in 
lastic kit: K-D 1074, K-D 1073, 
-D 1066, K-D 1068, K-D 1069, 
K-D 1075, K-D 1070. 


VIP 300 Location 6R 







K-D 1063 Reversible Ratchet Wrench 


Has 1/4’’ and 5/16’’ hex openings to accommodate all 
the ratchet bits shown listed below. Wrench requires only 
a short stroke; is 3-7/8 in. long. 


K-D Double End Ratchet Wrench Bits 


K-D 1064 Double End Bit 

One end for Phillips, sizes 0 to 12, 
other end for slotted screws, bit 9/32’’ 
wide. 


K-D 1065 Double End Bit 
One end 1/8’’ hex key, other end for 
slotted screws, bit 3/16’’ wide. 


K-D 1066 Double End Bit 
Hex keys 5/64” and 3/32’’. 


K-D 1067 Double End Bit 
Hex keys 5/32” and 3/16’’. 


K-D 1068 Double End Bit 
Hex keys 1/8” and 5/32’’. 


K-D 1069 Double End Bit 
Hex keys 3/16” and 7/32”’. 


K-D 1070 Double End Bit 
Hex keys 1/4’’ and 5/16’’. 


K-D 1073 Double End Bit 
For slotted screws, bit 3/8’’ wide. 





K-D 1074 Double End Bit 
One end for Phillips, sizes to No. 4. 
Other end for Phillips, sizes 5 to 9. 


K-D 1075 Double End Bit 
Square drive adapter. 






































WRENCHES, SCREWDRIVERS HEX KEYS 


AND PLIERS 


K-D 3 Dual Purpose “STUBBY” Screwdriver 


Reversible bit (Phillips head and slot type). Red plastic 
handle. 


“  ‘wK-De TOOLS LANCASTER, PA. 








K-D 5 3-IN-1 Screwdriver 


Knurled brass handle, 4-3/8’’ long. Hardened and ground 
blades. Extremely useful around home, shop, etc. 


VIP 300 Location 4CE 





K-D 2362 Metric Reversible 
Four-In-One Ratchet Wrench Set 


Set includes four individual, four-in-one, metric re- 
versible ratchet wrenches providing sixteen metric 
sizes from 6mm through 21mm. Each ratchet handles 
two metric sizes. Tools have 12-point openings 
which accommodate both 6-point and 12-point nuts 
and bolts. Wrenches also available individually. Ratch- 
ets made from alloy steel are precision heat treated. 





K-D 2362 








INDIVIDUAL HEX KEYS FOR 
SOCKET HEAD SCREWS 


Heat treated alloy steel for strength and durability. 
Fractional sizes in black finish, metric sizes in bright 
finish. 

Order hex keys from chart by size (column A). (Prices for 
quantities available on request.) 





DIMENSION 
Ce Bs ee See 
050" | 1-5/8” | 1/2" 
1/16” | 1-15/16" | 9/16” 









5/64" | 2-3/16" | 5/8” 
2-7/16" | 5/8” 

2-1/2" | 3/4" 

2-11/16" | 3/4” 

2-3/4" | 7/8" 

if 7 / 8’ / 


3-5/16" 7/8" 





K-D 30 13-Key Fractional Size Hex Key Kit 
With Handle 


Custom package includes 13 fractional size keys, listed in 
dimension chart, above, plus K-D 31 extension handle. 
Easy to read chart shows both set screw and cap screw 
sizes with corresponding key sizes. Use extension handle 
on short end of key when long end is used to turn screw. 


VIP 300 Location 6L 
POP 200 Location E3 


K-D 29 9-Key Fractional Size Hex Key Kit 
Nine hex keys in plastic pouch. Key sizes: 5/64’, 
3/32", 7/64", 1/8", 9/64”, 5/32”, 3/16", 7/32”, 1/4”. 
VIP 300 Location 6L 
POP 200 Location E3 
K-D 


K-D - K-D 31 








HEX KEYS AND MISCELLANEOUS TOOLS 


K-D 46 8-Key Metric Size Hex Key Kit 


Includes eight popular metric << 
size keys in handy plastic kit: ( 
2mm, 2.5mm, 3mm, 4mm, | 
5mm, 6mm, 8mm, 10mm. 





VIP 300 Location 6L 
POP 200 Location E4 


K-D 40 7-Key Fractional Size Hex Key Pak 


Includes seven most popular sizes (.050’’, 1/16’’, 5/64’’, 
3/32", 1/8”, 5/32”, and 3/16’’) bolted into a sturdy, 
ic Pati Sie handle. Only 3-3/4’ long when 
olded. 


K-D 40 


VIP 300 Location 6CB 
POP 200 Location E2 








K-D 45 6-Key Metric Size Hex Key Pak 


Includes six most popular sizes (2mm, 2.5mm, 3mm, 
4mm, 5mm, and 6mm, bright finish) bolted into a sturdy, 
carry-in-your pocket handle. Only 3-7/8’ long when 
folded. i. 

VIP 300 Location 6CB @ j 





K-D 33 Fractional Size Hex Key Counter 
Assortment 


Metal display box with key size 
reference chart in lid. Packed as 


follows: K-D SchEW ste 

5 keys .050‘ 10 keys 3/16”  [Rx@ime cial 
20 keys 1/16” 10 keys 7/32” Sa ane 
20 keys 5/64” 10 keys 1/4” 
20 keys 3/32” 5 keys 5/16” 
20 keys 1/8” 5 keys 3/8” 
20 keys 5/32” 


(Total 145 pieces) 









K-D 33 


Hex Key Extension Handle 





Hex Key Handle 
For keys .050” to 3/8’. 5-3/16”’ long. 





K-D 90 = Nail Puller 


Pulls up to 10-penny nails. Puller ane can be driven 
under the nail head to pull nails a claw hammer 
couldn't get a grip on. Designed also for double 
leverage, engage a claw hammer under pin and pull 
with both hands to remove the most stubborn nails. 





K-D 47 VW Transmission Filler And Drain 
Plug Wrench 


For removing and installing drain plug in VW. Special heat 
treated steel, 7’’ long. 






VIP 300 Location 2CA 
POP 200 Location E6 
K-D 47 


K-D 416 “RAMO-MATIC” Zerk Fitting Tool 


Patented ‘‘Ramo-Matic’’ instantly frees frozen straight or 
angle type zerk fittings. Will blow out all hardened matter. 
Damaged fittings are many times reseated for continued 
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use. Handy pocket size measures 5”’ x 1/2’. 


VIP 300 Location 1CE a 


K-D 715 Universal Nut Cracker Tool 


Capacity 5/16” through 13/16’’. Patented compound 
angle design with 360° rotating cutter. Will work in places 
inaccessible to any other. Parallel action of pusher, 
cracks nuts with no danger of damage to bolt threads — 
cutter never touches the bolt. Rugged drop forged frame. 
rae, pusher, balls and screw replaceable. 6-3/4’’ 
ong. 


PUSHER SCREW 


ee{) (=m co 


CHISEL BALLS 





IN BUMPER CHANNEL 


K-D 715 


VIP 300 Location6CD POP 200Location E7 
































K-D 710 Nut Cracker Tool 


Cracks rusted, stubborn nuts on shocks, mufflers, tail 
pipes, running gear. Strong hex steel construction with 
hardened steel chisel driven by large screw. 4’ long. 





VIP 300 Location 6CD POP 200 Location DL 


K-D 725 Rethreader Die Set 


Ten-piece set includes following die sizes: 1/4’’, 5/16”, 
3/8’, 7/16’, and1/2’’ in both NF and NC. NF (fine) dies 
are ‘‘gun barrel’ blue; NC (coarse) are copper coated for 
easy identification. Dies are nut-size for use with 
standard wrenches. Packed in clear plastic box. 


@@ Y = K-D 725 


VIP 300 Location 6CF 
POP 200 Location DR 








K-D 726 Wheel Stud Rethreader Die Set 


Four-piece die set for restoring 1/2’’ and 9/16” left hand 
and right hand threads. Packaged in clear plastic box. 





K-D 727 Armature Rethreader Die Set 


Three-piece set for restoring damaged armature shaft 
threads, sizes 1/2 x 20, .665 x 20 right hand and .665 x 
20 left hand. Packaged in clear plastic box. 





K-D 727 


K-D 2006 GM Wheel Spindle Rethreader Die 


For size 3/4’’-20 thread on front wheel spindles on most 
GM cars. 


K-D 2006 





MISCELLANEOUS TOOLS 


K-D 720 Screw Extractor Kit 


For removal of broken studs, set screws, pipe and 
alemite fittings. Screw extractor packaged in a plastic kit, 
printed with complete information on bolt size, drill size, 
minimum depth of hole and pipe size. Includes the 
following, also available separately: 





VIP 300 Location 6CE 
POP 200 Location E6 






















K-D1113 5/8 


U.S.S. Screw, 
K-D No. Stud or Boit 
Size 


Drill | Min. Depth 
Size of Hole 










Pipe 
Size 





K-D1109| 1/4, 5/16 

K-D1110 3/8 = 
*K-D1111 7/16 1/8 
K-D1112 1/2, 9/16 1/4 





3/8 








*For broken Alemite fittings 


K-D 4080 “CUSTOM” Punch and Chisel Kit 


Drop forged with nickel-chrome plate finish in vinyl pouch. 
Includes the following, also available separately: 


(A) K-D 4000 Cold Chisel 
1/4” x 1/4” x 4-3/4” 

(B) K-D 4003 Cold Chisel 
i2’ 3 3iek C 

(C) K-D 4047 Center Punch 
3/8’ x 4-1/2” 

(D) K-D 4050 Solid Punch 
1/8” x 5/16” x 4-1/2” 


K -D 4080 


(E) K-D 4051 Solid Punch 
§/32”’ x 3/8” x 4-3/4” 
(F) K-D 4011 Cape Chisel 


1132" x STIG. C3. 

(G) K-D 4018 Diamond Point 
Chisel 1/8’ x 5/16” x 5” 

(H) K-D 4020 Diamond Point 
Chisel 1/4’’ x 3/8” x 6” 

(I) K-D 4013 Cape Chisel 
5/16" 2% 313°" x 5-3/4" 

(J) K-D 4028 Pin Punch 
3/16” x 3/8” x 6-1/2” 

(K) K-D 4030 Pin-Punch 

+/ 4° S31 x 7" 








(A) (B) (C) (D) (E) (F) (G) (KH) (WY) 


MISCELLANEOUS TOOLS 


K-D 4079 Punch and Chisel Kit 


Drop forged with nickel-chrome plated finish in vinyl 
pouch. Includes the following, also available separately: 


K-D 4079 





(L) K-D 4047 Center Punch (4) (M) — (N) (0) (P) 
3/8” x 4-1/2” 
(M) K-D 4002 Cold Chisel 
3(8* 6/16". x S* 
-D 4004 
elles 2 / om x Po a VIP 300 Location 3R 
(O) K-D 4051 Solid Punch POP 200 Location 4R 
5/32” x 3/8” x 4-3/4” 
(P) K-D 4028 Pin Punch 
3His” & 31S" ¥b6-1/2" 


K-D 4078 Drift Punch Kit 


Drop forged with nickel-chrome plated finish in vinyl 
pouch. Includes the following, also available separately: 


(Q) K-D 4039 Drift Punch 
iB  % SIS :X 8° 

(R) K-D 4041 _ Drift Punch 
§/32” x 1/2 x 8-172” 

(S) K-D 4040 _ Drift Punch 
aie Ti Me. 

(T) K-D 4042 Drift Punch 
tia" x Sie tT 


VIP 300 Location 3R 


CAUTION: 


Always 

wear Safety 
goggles (such as 
K-D 2054, shown 
on page 35) 
when using 
punches and 
chisels. 





K-D 4078 








Chisels, Punches, 


Pinch Bar 








COLD CHISELS 


K-D Width Stock 


K-D 4000 
K-D 4001 
K-D 4002 
K-D 4003 * 
K-D 4004 * 


K-D 4005* 
K-D 4006 
K-D 4007* 
K-D 4008 
K-D 4009 
K-D 4010 




















CAPE CHISELS _ a 


K-D 4011 7132" <9 2S af 
K-D 4012 1/4” 3/8” 
K-D 4013 5/16” 3/8” 
K-D 4014 3/8” 1/2” 





GOUGE CHISELS 


K-D 4015 
K-D 4016 
K-D 4017 
















K-D 4018 
K-D 4019 
K-D 4020 
K-D 4021 


PIN PUNCHES 


K-D 4022 1/16” 9/is° 
K-D 4023 3/32" 5/16” 
K-D 4024 1/8” 5/16” 
K-D 4025 $/32" 5/16” 


K-D 4026 5/16” 

K-D 4027* 5/16” 6” 

K-D 4028* 3/8” 6-1/2” 
K-D 4029 3/8” ss 





*Individually Skin-Packed 
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Dimensions... 
Chisels, Punches, 


Pinch Bar 





PIN PUNCHES Continued 


Width Stock 










K-D 4030 * 
K-D 4031 

K-D 4032 * 
K-D 4033 


K-D 4034 
K-D 4035 
K-D 4036 
K-D 4037 


DRIFT PUNCHES 


K-D 4039* 
K-D 4040* 
K-D 4041* 
K-D 4042* 


PRICK PUNCHES 


K-D 4043 4-1/2" 
K-D 4044 5" 
K-D 4045 6" 


CENTER PUNCHES 


K-D 4046 
K-D 4047* 
K-D 4048 


SOLID PUNCHES 


K-D 4049 
K-D 4050 
K-D 4051 
K-D 4052 






















3/16” 
1/4” 

5/16” 
3/8" 
















1/16” 
1/8” 

S732" 
3/16” 


5/16” 
5/16” 
3/8” 
3/8” 
K-D 4053 1/4” Figs 


K-D 4054 5/16” 
K-D 4055 m7 E-M 


COUNTERSINK PUNCH 


PINCH BAR — 


*individually Skin-Packed 


5/8” 
3/4” 




















MISCELLANEOUS TOOLS 


K-D 31420 24-Piece “DRIVE-M-ALL” Bushing 
Remover and Inserter Kit 


Complete bushing remover and inserter set in plastic box. 


The size is stamped on all bushing adapters to help select 
the correct unit. For automobile, truck, bus, tractor, 
farm, road and construction equipment bushings. 


Includes the following, also available separately: 


K-D 31420 





Complete Bushing Removing 
and Inserting Set, in plastic box, as illustrated. 


Parts for No. 31420 Set 




















K-D31420-01 
K-D31420-02 
K-D31420-03 
K-D31420-04 


K-D31420-05 









K-D31420-06 
K-D31420-07 


K-D31420-08 





K-D31420-09 
K-D31420-10 














K-D31420-11 
K-D31420-12 
K-D31420-13 
K-D31420-14 
K-D31420-15 
K-D31420-16 


K-D31420-17 
K-D31420-18 
K-D31420-19 
K-D31420-20 
K-D31420-21 


















No. 1 Driver (Small). 
No. 2 Driver (Medium). 
No. 3 Driver (Large). 
Nut for No. 1 & 2 Driver. 
Nut for No. 3 Driver. 








MISCELLANEOUS TOOLS 


K-D 31430 9-Piece “DRIVE-M-ALL” Bushing 
Remover and Inserter Kit 


Complete bushing remover and inserter set in plastic box. 


The size is stamped on all bushing adapters to help select 
the correct unit. For automobile, truck, bus, tractor, 
farm, road and construction equipment bushings. 


Includes the following, also available separately: 


Complete Bushing Removing 
and Inserting Set, in plastic box. 


Parts for No. 31430 Set 
Heavy Duty Drive-M-All 


K-D Small Large 
N Description Diameter | Diameter 
we Inches Inches 


K-D31430-01} Bushing Adapter 


K-D31430-05 


K-D31430-06} Bushing Adapter 
K-D31430-07 ee “ 
K-D31430-08] Driver 
K-D31430-09] Driver Nut 


1-19/32 
1-3/4 


K-D 495 Cable Coiling Pliers 


Patented design allows repair of control cables in half the 
time! 


Mechanics can easily repair control cables that operate 
air vents, hood release, heater, air conditioner, 
carburetor, etc. — without replacing the entire cable 
assembly. Works on all makes and models of passenger 
car and light truck control cables using the coiling 
principle. 





K-D 99 Convertible Frame Hacksaw 


The saw that ‘“‘cuts around corners.’’ Spans obstructions 
and projections on difficult jobs. 


All steel frame with quick blade change feature. Positions 
to fit 3’’, 8’, 10’, 12’’ blades. 


Saws in places impossible to reach with conventional 
frames when using 3” blade. Streamlined backbone 
allows sawing in openings down to 3/16’’ wide! One 12” 
blade and one 3’ blade furnished. 





K-D 99 
VIP 300 Location 4L 




















Replacement Hacksaw Blades 

Finest quality, heat treated, ‘‘Flex-Tung’’ blades. 
K-D 13 3’ Blades 

K-D 15 12’’ Blades 

K-D 16 10’’ Blades 


K-D 242 Parts Cleaning Brush 
Sturdy handle with durable polypropylene bristles. 






K-D 242 


VIP 300 Location 6CG POP 200 Location E17 


“TELESCOPIC. 
INSPECTION MIRRORS 


Fast, accurate vis- 
ual inspection of 
hidden areas with 
an almost limit- 
less number of posi- 
tions. 


Double ball joint 
links swivel for 360° 
viewing. 
Replaceable electrolytically plated copper backed 
Clear-view mirrors. 


Non-rotating inner hex rods prevent mirrors from 
swinging out of alignment when in use. Insulating vinyl 


grip. 





err acti ate 





K-D 2108 Rectangular 
Inspection Mirror 
Size 2-1/8” x 3-1/2’. Overall 
length 11-1/4’. Extends to 15- 
1/4’. 
VIP 300 Location 6CD POP 200 Location DR 


RMR Cia est Sipe f RT 








K-D 2109 Round Inspection 
Mirror 

Size 2-1/4’ diameter overall. 

Length 10’. Extends to 14’. 

VIP 300 Location 6L 





K-D 2106 All Purpose Scraper 


Effectively removes inspection stickers, especially on late 
model cars with slanting windshields and protruding dash 
panels. 


Also handy as paint scraper, varnish scraper, etc. 


Locks into three positions for effectiveness in difficult to 
reach areas. 


Cutting end folds up into protective position for safe 


storage. 
VIP 300 Location 3CD 


POP 200 Location DR 
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Blade locks inside handle 
when not in use. 





K-D 2106 



































Universal Automatic Transmission 
Clutch Spring Compressor 
The only universal type spring compressor 


available, for removal and installation of 
lock rings on most American cars. 


K-D 2047 









Completely adjustable for all transmissions. 
Has quick release knob which permits 
instant release of compressor handle. 


Patent applied for. 





K-D 2047 


K-D 2200 Tubing Tool Kit 


A COMPLETE tubing kit — everything needed to handle 
any tubing job. Conveniently packed in a hi-impact plastic 
case. Kit includes the following tools, shown separately 
below: 


Dee Oey RK “OK 
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K-D 2107 ‘Mini’ Tubing Cutter Jay aa 
K-D 2189 Tubing Bender ~ 

K-D 2190 _ Flaring Tool Set 

K-D 2191 Deburring Tool 

K-D 2193 Flare Nut Wrench 3/8” - 7/16” 
K-D 2194 Flare Nut Wrench 1/2” - 9/16” 
K-D 2195 Flare Nut Wrench 5/8” - 11/16” 
K-D 2196 Flare Nut Wrench 3/4” - 13/16” 
K-D 2107 “Mini” Tubing Cutter 


Quickly cuts steel, plastic, copper or brass tubing from 
1/8” to 5/8” diameter. aaa oe and of highest quality, 
this all metal cutter fits into the tightest areas. If there’s 
room for your fingers, you can cut it. Two rollers assure 
burr-free cut. ; 


K-D 2107 





POP 200 Location C1 


MISCELLANEOUS TOOLS 


K-D 2189 Tubing Bender 


Makes difficult bends on 3/16’, 1/4’’, 5/16” and 3/8” 
copper and steel tubing without collapsing the tubing. 
Each specially designed roller has two groove sizes: 
3/16” and 1/4’’ on one and 5/16” and 3/8” on the other 
for ease in adapting the tool to a specific tubing size. 








VIP 300 Location 1R 
POP 200 Location BR 


K-D 2190 Flaring Tool Set 


A manually-operated tool that makes single and double 
flares on four different sizes of tubing: 3/16’, 1/4’, 
5/16’ and 3/8’. Forms precision 45-degree flares on 
copper, aluminum or soft steel. For double flares, tool 
bells tubing with adapter, then flare is completed in 
conventional manner. Body of tool fits snugly into palm of 
hand for comfortable grip, maximum leverage. 








VIP 300 Location 1R 
POP 200 Location BR 


pre” 


ery =‘K-D 2190 


K-D 2191 Deburring Tool 


Handy little tool designed to remove burr on inside of 
tubing before flaring. 






K-D 2191 


K-D 2193 Flare Nut Wrench - 3/8” and 7/16” 


Double-end hex wrench made of forged alloy steel. Heat- 
treated. Chrome plated. 
VIP 300 Location 1CC 
POP 200 Location BR 













K-D 2194 Flare Nut Wrench 1/2” and 9/16” 
Same quality as K-D 2193. 





a es sees so ale piso 
VIP 300 Location 1CC; 71 i 
ocation aa 1 oA K-D 2104 
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MISCELLANEOUS TOOLS 


K-D 2192 Flare Nut Wrench Set 


Three high-quality double-end hex wrenches. 
Contains: - 


K-D 2193 


$ MACE IK USE 









K-D 2194 


ovinuse «=A 








VIP 300 Location 1R 
POP 200 Location BR 


K-D 2226 Fine Thread Restorer Tap Set 


Restores damaged threads on 1/ 4-28; 5/16-24; 3/8-24; 
7/16-20; 1/2-20 and 9/16-18 sizes. Six taps packed in 
compact plastic box. 


VIP 300 Location 4CA 


K-D 2227 Coarse Thread Restorer Tap Set 


Restores damaged threads on 1/ 4-20; 5/16-18; 3/8-16; 
7/16-14; 1/2-13; and 9/16-12 sizes. Six taps packed in 
a compact plastic box. 





K-D 2227 





VIP 300 Location 6CF 





K-D 2228 Metric Thread Restorer File 


Restores external threads- right or left-hand. Eight size 
pitches: 0.75mm; 1.00mm; 1.25mm;  1.50mm; 
1.75mm; 2.00mm; 2.50mm; and 3.00mm. aan 


VIP 300 Location 4R 
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K-D 2229 External Thread Restorer File 


Restores threads on bolts and shafts. Sizes: 11, 12, 13, 
14, 16, 18, 20 and 24. a 


VIP 300 Location 4R 
POP 200 Location DR Ue 
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K-D 2229 


K-D 2249 External Thread Restorer File 


Restores threads on bolts and shafts. Sizes: 9-40-12; 
16, 20, 27, 28 and 32. 7 









VIP 300 Location 4R 


K-D 2249 
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K-D 2207 Lever Action Nut Cracker 


Unique lever action substantially reduces the torque 
required to crack nuts. Requires 1/5 the amount of torque 
needed on a direct-action nut cracker. Designed so it can 
be used against a flat surface. Capacity 5/16’ through 
13/16’. 





ae 
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VIP 300 Location 4CA 


K-D 2207 


K-D 2280 C-Joint Water Pump Pliers 


Pliers drop forged from alloy steel. Jaws broached with 
deep, sharp, self-gripping teeth. Five adjustments with 
maximum parallel jaw opening of 1-1/2’’. Chrome plated 
with plastic grips. Length 10’’. 



































K-D 2281 Magnetic Retrieving Tool 
Pick up elusive metal parts or tools 


in hard-to-reach places with this . 
handy tool. Has a shock resistant 
handle. Resists corrosion, sheds 


oil and grease and features a 
Strong, lifetime magnet. Spring 
steel ball joints permit the magnet 
to be rotated through 360°. A non- 
rotating steel inner hex rod 
prevents magnet from swinging out 
of alignment during use. Overall 
length 16-3/4”’ . telescopes to 
maximum length of 26-3/4”’. 


VIP 300 Location 1L 
POP 200 Location E2 


K-D 2281 





K-D 2291 Steering Wheel Puller 


Designed to pull steering wheels on all major makes of 
cars. The 5/8” x 4’’ center screw is equipped with a 
floating swivel, recessed to prevent damage to horn wire 
connections on Buick and Cadillac. Three sets of side 
screws provided; 3/8-16, 5/16-18, 5/16-24. 


K-D 2291 





VIP 300 Location 3R 
POP 200 Location BL 


GEAR PULLERS 


Drop forged jaws and yokes. Buttress threaded center 
screws. Made from alloy steel and precision heat treated 
for maximum strength and durability. 2-jaw and 3-jaw 
styles. 


K-D 2292 4” 2-Jaw Gear Puller 
Adjustable. 4’’ Spread. 3-1/2’’ Reach. 


S K-D 2292 





VIP 300 Location1L \ 
POP 200 Location BL \ 








MISCELLANEOUS TOOLS 


K-D 2293 4” 3-Jaw Puller 


Adjustable. 4’’ Spread. a 


3-1/2" Reach. (re — SY 


VIP 300 Location 1L tei 


K-D 2294 6” 2-Jaw Puller 


K-D 2293 





Reversible. 6’’ Spread, 3-1/2’’ Reach. 


VIP 300 Location 1L 
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K-D 2295 6” 3-Jaw Puller 


Reversible. 6’’ Spread, 3-1/2’’ 


Reach. 





K-D 2296 7” 2-Jaw Puller 
Adjustable. 7’’ Spread, 5-1/2”’ 


K-D 2297 7” 3-Jaw Puller 
Adjustable. 7’’ Spread, 5-1/2”’ 








Reach. 
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K-D 2296 
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MISCELLANEOUS TOOLS AND BRUSHES 


K-D 2298 8” 2-Jaw Puller K-D 2299 8” 3-Jaw Puller 
Reversible. 8’’ Spread, 5-1/2’’ Reach. Reversible. 8’’ Spread, 5-1/2’’ Reach. 


et i \- 
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| K-D 2298 K-D 2299 
K-D 2309 White Wall Cleaning Brush K-D 2313 1” Crimped Wire End Brush 
Crimped brass wire brush, with 2-1/2” x 1-1/4" brushing Solid brush end of .020 crimped wire. 1/4’’ shank for use 
face. Overall size: : in electric drill or flexible shaft equipment. 
Approx. 6-3/4" x 1-5/8". VIP 300 Location 6R 
POP 200 Location E4 
K-D 2309 
4 a ff, K-D 2313 


K-D 2310 Curved Handle Wire Scratch Brush 


For cleaning carbon, dirt and paint from metal surfaces. 3 
x 19 rows of bristles— Overall length, approx. 14’’ long. K-D 2314 2-1/2” Wire Cup Brush 


eee For removing lighter forms of 
scale, rust, paint, etc. from flat 
surfaces. 2-1/2" face diameter of a 
.014 high carbon steel wire. 1/4” .* 


TTTTTTTTT TTT | K-D 2310 VIP 300 Location 3L shank for use in electric drill or | | ==" 
Paar aA flexible shaft equipment. 


ASE 





VIP 300 Location 3CD 
POP 200 Location E3 


K-D 2311 Shoe Handle Wire Scratch Brush K-D 2314 


Approx. 5-1/4’’ brush face of 4 x 16 rows of bristles. 
Overall size approx. 10’’ long. 





K-D 2315 Heavy Duty 6” Wire Wheel Brush 
6” overall diameter with approx. 1” face width. 


@ KD 2311 Made in U.S.A K-D 2311 Crimped .014” wire accurately trimmed for even 
VIP 300 Location 6R cleaning and buffing. Includes adapters for 5/8” and 






POP 200 Location DL 1/2” arbor hole - 





K-D 2312 1” Knot-Type End Brush 


For heavy - duty use on oo 
rust, carbon, paint, etc. . 
Spiral - twist, cable - like 
.020 wire. 1/4’’ shank for 
use in electric drill or 
flexible shaft equipment. 


VIP 300 Location 1R 
POP 200 Location E4 
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REAMERS 


PRECISION PILOT REAMERS 

















For use in repairs of cars, trucks, and all types of farm 
implements, tractors, road building machinery, 
bulldozers, scrapers, earth movers, etc. 


Have double taper, countersunk pilot bushing for perfect 
alignment. Provide the best way to ream — 


King Bolt Bushings 
Piston Pin Bushings 
Pitman Arm Bushings 


Part of the pilot bushing shown is cut away. This shows 
how the bushing will slide over the nut and collar of the 
reamer and follow after the blades as they are adjusted. 
This is an important feature in reaming short bushings. 


K-D 30000 Four-Reamer Precision Pilot Reamer Kit 


Set of four reamers, K-D 30020 to K-D 30050 
(cutting range 7/16” to 11/16”) in plastic box. 


K-D 30000 





Reamer blades are placed at just the right angle to give a 
smooth shearing cut. 


Retaining collars, at each end of the blades, protect the 
reamer nuts and hold the blades firmly for easy 
adjustment. 


Each reamer adjusts to the contracted size of the next 
larger reamer so that the seventeen reamers listed will 
ream all sizes from 7/16” to 2-1/16”. 


improved Pravision Pilot Rearners 
wee > Th TUNER OR © Ot YemeIhy 








K-D 30010 Seven-Reamer Precision 
Pilot Reamer Kit 
Set of seven reamers, K-D 30060 


to K-D 30120 (cutting range 
11/16” to 1-3/16”) in metal box. 


K-D 30010 


7/16-1/2 
1/2-9/16 
9/16-5/8 


5/8-11/16 
11/16-3/4 


.130-13/16 
13/16-7/8 

.860-15/16 

915-1 









SRA rnd ra 


985- 1-1/16 
1-1/16- 1-3/16 
1-3/16- 1-11/32 

30150 | 1-11/32- 1-17/32 


30170 | 1-17/32- 1-25/32 
30180 | 1-25/32- 2-1/16 





REAMERS 


ADJUSTABLE REAMERS 
AND REAMER PILOTS 








For use in repairs of cars, trucks, and all types of farm 
implements, tractors, road building machinery, 
bulldozers, scrapers, earth movers, etc. Also used 
extensively in factory maintenance of all types of 
machinery. 


K-D 30630 Eight-Reamer with Pilots 
Adjustable Reamer Kit 


Set of eight reamers with pilots attached, 
numbers K-D 30470 to K-D 30540, cutting 
range 15/32” to 1-1/16”, in metal box. 


K-D 30635 Eight-High Speed Reamers with 
Pilots Adjustable Reamer Kit 


Set of eight reamers with pilots attached, 
numbers K-D 30475 to K-D 30545, cutting 
range 15/32” to 1-1/16”, in metal box. 


K-D 30660 Twelve-Reamer with Pilots 


Adjustable Reamer Kit 


Set of twelve reamers with pilots attached, 
numbers K-D 30470 to K-D 30580, cutting 
range 15/32” to 1-25/32", in metal box. 


K-D 30665 Twelve-High Speed Reamers with 
Pilots Adjustable Reamer Kit 


Set of twelve reamers with pilots attached, 
numbers K-D 30475 to K-D 30585, cutting 
range 15/32” to 1-25/32”, in metal box. 


K-D 30640 Seven-Reamer Adjustable Reamer 
Kit 

Set of seven reamers (without extension 

shanks), numbers K-D 30400 to K-D 30460, 

cutting range 1/4” to 15/32’, in plastic box. 


K-D 30645 Seven-High Speed Reamer 
Adjustable Reamer Kit 


Set of seven reamers (without extension 
shanks), numbers K-D 30405 to K-D 30465, 
cutting range 1/4” to 15/32”, in plastic box. 


Reamers 






K-D Number | K-D Number 
Carbon High Speed in Inches 
30400 30405 1/4-9/32 
30410 30415 9/32-5/16 
ett 30425 5/16-11/32 
é a 0% -3/6 
0440 30445 3/8-13/32 
30450 30455 13/32-7/16 






30460 30465 7/16-15/32 





Reamers With Pilots Attached 
K-D Number | K-D Number 














Carbon High Speed 
30470 30475 15/32-17/32 
30480 30485 17/32-19/32 
30490 30495 19/32-21/32 

0101 6/6 Ohi 8 _ 
30510 30515 23/32-25/32 
30520 30525 25/32-27/32 

|] $ a _ a 
30540 30545 15/16-1-1/16 
30550 30555 1-1/16-1-3/16 
30560 30565 1-3/16-1-11/32 

4 t s ~ a he 
30580 30585 1-17/32-1-25/32 
30590 


30595 1-25/32-2-7/32 





‘‘Pilots and reamers available separately — 
see price list. 





K-D 30670 





K-D 30670 Adjustable Blade Type Valve 
Guide Reamer Kit 


Set of seven reamers with extension shanks, numbers 
K-D 30680 to K-D 30740 inclusive, range 1/4” to 
15/32”, in plastic box. 


K-D 30675 Adjustable Blade Type High Speed 
Valve Guide Reamer Kit 

Set of seven reamers with extension 

shanks, numbers K-D 30685 to K-D 30475 

dcop range 1/4” to 15/32”, in plastic 


For use in automotive service for all valve guide reaming, 
carburetor rebuilding, rebushing small generators and 
starters, replacing worn door hinges with oversize pins. 


Interchangeability of nuts and collars, on many reamers, 
eliminates carrying excessive stocks. See price sheet for 
listing of reamers that are interchangeable. 


Blades and bushings are not interchangeable. When 
ordering sets of blades or bushings, use K-D numbers of 
the reamers for which blades or bushings are required. 


Adjustable blade type with extension shank. Extension 
shanks available separately — see price list. 


Valve Guide Reamers 
Adjustable Blade Type With Extension Shank 
Extension shanks available separately—see price list 


K-D Number K-D Number Size in 
Carbon High Speed Inches 
1/4-9/32 
9/32-5/16 


9/16-11/32 
11/32-3/8 
3/8-13/32 
13/32-7/16 
7/16-15/32 
































SOLID TYPE VALVE GUIDE 
REAMERS 


Many late model cars and trucks do not use removable 
valve guides. When guides become worn these reamers 
are necessary to ream them to accommodate the 
oversize valve stems furnished by the manufacturers. 


Also used on tractors and small lawn mower engines. 
Both standard size and oversize available individually, as 
shown in following table, and in special sets, as listed 
below. a 


i 
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Valve Guide Reamers.. . Solid Types 


Standard sizes for domestic and foreign cars and trucks. 


Oversizes for engines with integral cast valve guides. 





















Diameter | Diameter 
Decimal | Metric 


Diameter 
Fractional 


1/4” 
9/32” 


Number 
Carbon 





5/16 +.003 





11/32+.003 
11/32+.010 


31180 | 31185 |7/16 4375 | 11.11 
31200 | 31205 |7/16+.015 
(29/64) 4525 | 11.50 


31220 | 31225 |1/2” .900 12.70 
31230 | 31235 |9/16” 9625 14.29 
31240 | 31245 |5/8” .625 15.88 








REAMERS 


K-D 30870 Five-Reamer (Carbon Steel) 
Valve Guide Reamer Kit 


Set of 5 standard size reamers, numbers 
K-D 30930 at K-D 30980 (11/32”), 
K-D 31060 (3/8’’), K-D 31180 (7/16”), and 
K-D 31220 (1/2’’), in plastic box. 


K-D 30875 Special Five-Reamer High Speed 
Valve Guide Reamer Kit 


Set of 5 standard size reamers numbers 
K-D 30935 (5/16’’), K-D 30985 (11/32’’), K-D 
31065 (3/8°’), K-D 31185 (7/16) and K-D 
31225 (1/2’’), in plastic box. 


K-D 30820 Special (Carbon Steel) 
Valve Guide Reamer Kit 


For Comet, Falcon, Ford, Meteor and Econo- 
line using 144, 170, 221, and 260 engines. 
Contains 3 reamers, numbers K-D 30940 
(5/16” +.003), K-D 30960 (5/16” +.015), 
and K-D 30970 (5/16” +.030), in plastic box. 


K-D 30825 Special (High Speed Steel) 
Vaive Guide Reamer Kit 


For Comet, Falcon, Ford, Meteor and Econo- 
line using 144, 170, 221, and 260 engines. 
Contains 3 reamers, numbers K-D 30945 
(5/16” +.003), K-D 30965 (5/16” +.015), 
and K-D 30975 (5/16” +.030), in plastic box. 


K-D 30830 Special (Carbon Steel) 
Valve Guide Reamer Kit 


For Chevy Il; Chevrolet cars and trucks using 
230, 235, 265, 283, 292, 326 engines, except 
exhaust guides on 1962-63 Corvette 340- 
fs Ford cars, trucks and tractors using 215, 
223, 239, 256, 279, 312, 317 and 272, 292 
engines except trucks with 7/16’ exhaust 
guides, intake guides on some 302 and 332 
truck engines; G.M.C. trucks using 316, 336, 
347 engines; all 3087 Mercury 1954-56 and 

; 8 engines; Rambler. 
Contains 3 reamers, K-D 30990 (11/32’’ + 
.003), K-D 31020 (11/32”’ + .015), K-D 31050 
(11/32” + .030), in plastic box. 


K-D 30835 Special (High Speed Steel) 
Valve Guide Reamer Set 


For Chevy Il; Chevrolet cars and trucks 
using 230, 235, 265, 283, 292, 326 engines, 
except exhaust guides on 1962-63 Corvette 
340-360 hp; Ford cars, trucks and tractors 
using 215, 223, 239, 256, 279, 312, 317 and 
272, 292 engines except trucks with 7/16” 
exhaust guides. Intake guides on some 302 
and 332 truck engines; G.M.C. trucks using 
316, 336, 347 engines; all 3087 Mercury 
1954-56 and 223, 292, 312, 368 engines; 
Rambler. Contains 3 reamers, K-D 30995 
11/32” +.003), K-D 31025 (11/32” +.015), 
-D 31055 (11/32’’ +.030), in plastic box. 
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K-D 30840 Special (Carbon Steel) 
Valve Guide Reamer Kit 


For Chevrolet cars and trucks using 348, 409 

engines, except exhaust guides on 348 H.D. 

onan 1962-63 Corvette exhaust guides on 

340-360 hp engines. White P.D.Q. 96A, 97A, 

98A engines. Contains 3 reamers, K-D 31080 
3/8” + .003), K-D 31110 (3/8” + .015), K-D 
1160 (3/8’’ +.030), in plastic box. 


K-D 30845 Special (High Speed Steel) 
Vaive Guide Reamer Kit 


For Chevrolet cars and trucks using 348, 
409 engines, except exhaust guides on 348 
H.D. engines; 1962-63 Corvette exhaust 

uides on 340-360 hp engines. White P.D.Q. 
36A, 97A, 98A engines. Contains 3 reamers. 
K-D 31085 (3/8” +.003), K-D 31115 (3/8" + 
.015), K-D 31165 (3/8” +.030), in plastic box. 


K-D 702 Rocker Arm Stud Hole Reamer 


Solid type reamer .372 (.003”’ oversize) for Chevy Il, all 
Chevrolet V8’s and 1963 six, Pontiac 1955-63 inclusive, 
G.M.C. truck V8-288, 316, 336, 347 engines. 





K-D 30760 Rocker Arm Stud Hole Reamer 


Solid type reamer .382 (.013’’ oversize) for Chevy Il, all 
Chevrolet V8’s and 1963 six, Pontiac Tempest 1964, 
G.M.C. truck V8-288, 316, 336, 347 engines. 






K-D 30760 








SOLID TYPE KING BOLT 
BUSHING REAMERS 


For popular cars and trucks. Milled flutes on the front end 
remove burrs or excess metal and allow the pilot to enter 
freely. Both ends of the reamer are gound to act as pilots. 





K-D 31250 .7425” King Bolt Bushing Reamer 
Ford Econoline 1961-67. 


K-D 31260 .710” King Bolt Bushing Reamer 
Volkswagen 1947-65, except transport. 


K-D 31280 1.130’ King Bolt Bushing Reamer 


1953-62 B-F-P-500 and 600 series (except 
H.D. axle). 


K-D 31290 .8605” King Bolt Bushing Reamer 


Ford trucks 1953-68, F100 and F250 1/2 and 
3/4 ton (except 4 wheel drive), 1964-67 P100 
parcel delivery 1/2 ton. 


K-D 31300 1.111” King Bolt Bushing Reamer 


Chevrolet trucks 1940-60, 3/4, 1, 1-1/2, 2, 
2-1/2 ton, C.O.E. heavy duty, dubl-duty and 
school bus (except 9000 Ib., tandem axles and 
1957-59 with tapered bolts); 1960-67 1-1/2 
and 2 ton dubl-duty; 1961-64 3/4, 1 ton dubl- 
duty; 1963-67 series C, Land S50; C, D, L, M, 
S and T60 with 5000 Ib. axle. G.M.C. series 
280, 300, 340, 350, 370 and international 
trucks using 1.1095’’ and 1.110’’ king bolts. 



































K-D 31310 .867” King Bolt Bushing Reamer 


oe 1953-62; trucks 1/2 ton 1941-59, 
G.M.C. 100 series 1941-59. 


K-D 31320 .938” King Bolt Bushing Reamer 


Chrysler, 7 and 8 passenger, 
Plymouth, Dodge, Ford 
Studebaker, 


king bolts. 


parcel delivery, 
trucks using .936’’ and .9365”’ 


K-D 31330 .9225” King Bolt Bushing Reamer 


Chevrolet 3/4, 1, 1-1/2 ton 1943-59 (except 
heavy and dubl-duty, C.O.E. and school bus) 
1955 thru 1966 3/4 and 1 ton (except heavy 
duty 1955-59). 1963-67 series C, L and S40-50 
(except 5000 Ib. axle). G.M.C. using .921’’ king 
bolts. 


K-D 31340 .9325” King Bolt Bushing Reamer 
Same as K-D 3133 .010” oversize. 


K-D 31350 .924” King Bolt Bushing Reamer 


Ford trucks 1953-68, F350, P350-400-3500- 
4000. 


K-D 31370 .863” King Bolt Bushing Reamer 


SOLID TYPE KING BOLT 
BUSHING REAMER SETS 


First operation reamer reams upper bushing while piloting 
in lower bushing. 


Second operation reamer reams lower bushing while 
piloting in upper bushing. 


FIRST OPERATION 
Reaming upper bushing while 
piloting in lower bushing. 








heavy duty. 
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SECOND OPERATION 
Reaming lower bushing while 
piloting in upper bushing. 





K-D 31390 1.2355” King Bolt Bushing Reamer 
Set 


Set of two reamers, K-D 3139-1 and K-D 3139- 
2. For Timken axles FC900, 32000 and 33000 
series, Clark axle F553 — _ Available, 
Brockway, Corbitt, Dart, Diamond T. Dodge, 
Duplex, Federal, Ford truck and bus, G.M.C. 
truck and coach, International, Mack, Reo, 
White trucks using 1.234’ and G.M.C. using 
1.2345” king bolts. 


REAMER CUTTING OIL 


Recommended for reaming, tapping, threading, turning, 
and drilling. A must when reaming steel and alloy bronze. 


K-D 31439 Reamer Cutting Oil 


“ — 


One quart can. pesos 








“LOW PROFILE” FOUR CABINET 


ASSORTMENT 
NO. 80500 
I=£J ro0is7 
ASSORTMENT 
No. 80502 


ai . <4 
ea . a 
Pe ee a Se ihe WM A, < ’ “ho 8 % \ * Ke . % + 4& . " a or a ie 
art. "See i Oe Se Bag oe ee are ae eH eee tee PLO J ates ¥: Sy — eae : We — 








REVOLVING FLOOR DISPLAY 


Choose among:5 cabinet assortments with 
tools to make up your high profit, 4- cabinet 


display. 

Description Assortment No. 
Torque Wrench Cabinet 80500 
Puller Cabinet 80501 

Puller Cabinet 80502 

A/G Tools Cabinet 80506 
Flex-Hone’ Tool Cabinet 80517 





ASSORTMENT No. 80517 


DISPLAY HIGH PROFIT, FAST-MOVING K-D TOOLS IN LOCKABLE 
_ CABINETS. USES LESS THAN 9 SQUARE FEET a8 ae 
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K-D VIP 300 
ROTARY DISPLAY MERCHANDISER 


SPINDLE NUT | MN Pes cil | “| mors 1] | ee AAW || “LOW PROFILE” FOUR CABINET, 
WRENCH MERCHANDISER a —) Gye Re] | | —— | ‘Wi, ') REVOLVING FLOOR DISPLAY 





You can Merchandise 337 Fast Moving K-D Tools In Only 25'2 Sq. Ft. of Space With: 


e One VIP 300 Display (80527) 
¢ Spindle Nut Wrench Display (80510) 


6: Low Profile Cabinet Display (90053) 
With ace) e| am @r-] 0) [al-1 (we) Mm Colt] am Oi ale) (or-) 
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